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SUMMARY

The research described in this report has been funded by NASA Lewis Research Center
as part of the Advanced Subsonic Technologies (AST) initiative. The program operates
under the Large Engine Technologies (LET) as Task Order #31. Task Order 31 is a three
year research program divided into three subtasks. Subtask A develops the experimental
acoustic and aerodynamic subsonic mixed flow exhaust system data bases. Subtask B
seeks to develop and assess CFD-based aero-acoustic methods for subsonic mixed flow
exhaust systems. Subtask B relies on the data obtained from Subtask A to direct and
calibrate the aero-acoustic methods development. Subtask C then seeks to utilize both
the aero-acoustic data bases developed in Subtask A and the analytical methods
developed in Subtask B to define improved subsonic mixed-flow exhaust systems. The
mixed flow systems defined in Subtask C will be experimentally demonstrated for
improved noise reduction in a scale model aerc-acoustic test conducted similarly to the
test performed in Subtask A. The overall object of this Task Order is to develop and
demonstrate the technology to define a -3EPNdB exhaust system relative to 1992 exhaust
system technology.

Specific functions to be performed in conjunction with the contractual execution of
Subtask A include:

o Identify E3 mixer hardware for test in GE Cell 41 anechoic test facility

e Procure the design, refurbishment, and fabrication of E3 scale model test
hardware

e Develop a detailed test plan for acoustic and LV data measurement

e Perform acoustic and aero-flowfield measurements per the Test Plan

e Process all acoustic data for scaling, flight transformation and extrapolation to
FAR 36 Stage 3

e Process the aero-flowfield data

s Analyze the data to establish aero and acoustic databases, and

e Perform pre-test aero CFD predictions for test planning and data comparison.

The activities to be performed in conjunction with Subtask B include:

e Performing CFD aero analyses on the E3 configurations to assess CFD code
enhancements

o Modify the MGB jet noise predictions to assess internal as well as external jet
noise

e Perform acoustic predictions with CFD/MGB unified analysis on the E3
configurations, and compare to data

e Document assessment of the CFD/MGB unified analysis.

The Subtask C specific functions include:

e Design aero-flowpaths for LDMF configurations

o Assess technical and viability of a separate flow nozzle with a core nozzle
suppressor

NASA/CR—2002-211597 it



e Seek NASA test configuration approval

e Develop detailed drawings for instrumentation and model design

# Procure model design and fabrication

s Develop a detailed test plan for acoustic and aero-flowfield testing
e Perform acoustic and aero-flowfield measurements per the test plan

e Process all acoustic data for scaling, flight transformation and extrapolation to
FAR 36 Stage 3

e Process the aero-flowfield data
e Perform detailed test analysis to
a) Enhance the understanding of subsonic mixed-flow exhaust system jet
noise characteristics
b) Improve the existing aero and acoustic design databases
¢) Develop design approaches to meet the jet noise reduction goal (-3
EPNdB), and

¢ Perform pre-test aero and acoustic predictions and compare to data.

The information reported on in this document pertains to the activities associated with
Subtask A of Task Order 31. The details associated with the B’ test configurations, the
scale model test program, the data analysis, and discussion of the data results are all
detailed in this report.
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1.0 INTRODUCTION

Jet mixing noise limits the amount of engine noise reduction that can be achieved at high
power settings for current high bypass engines, and for advanced engines with bypass
ratios less than 10. Methods for reducing jet mixing noise are therefore needed for
engines with bypass ratios less than 10 that do not introduce significant performance and
weight penalties.

Current production engines have bypass ratios in the range of 4 to 8. One certainty is that
future noise certification rules will become more stringent. The question is by how
much, from Stage 3 to Stage 3 - 3dB?, or - 4dB? The development of jet noise reduction
concepts that are applicable to, and practical for, the current class of engines, therefore,
becomes ever more significant. Because of the long lead time required to introduce new
engines into the marketplace with sufficient fleet penetration to have a significant impact
on community noise exposure, only by reducing the noise of current production engine
models can it be hoped to reduce community noise impact in the next 15 to 20 years.

As part of the NASA Advanced Subsonic Technology (AST) program Noise Reduction
charter, GE Aircraft Engines is involved in a three year research program sponsored
under the NASA Large Engine Technology (LET) Contract NAS3-26617. The objective
of the NASA/GEAE LET Task Order 31, Subsonic Jet Noise Reduction, is to develop
high bypass exhaust system technology to reduce jet noise by 3 EPNdB relative to 1992
technology.

Subtask A under Task Order 31 calls for exhaust system acoustic testing in the GE
Aircraft Engines Cell 41 anechoic free jet test facility. The scale models tested in Cell 41
were selected Energy Efficient Engine, E’ Long Duct Mixed Flow (LDMF) exhaust
system configurations with multi-lobed mixers. Subtask A establishes an aero and
acoustic diagnostic database from which to calibrate and refine current aero and acoustic
prediction tools.

Subtask A aero-acoustic testing utilizes select exhaust mixer systems from the Energy
Efficient Engine, E’, engine development program. The E’ engine (Figures 1.1 and 1.2),
was developed under NASA contract in the 1970’s and early 1980°s as a demonstrator of
advanced engine technologies [Ref. 1]. Part of the E’ engine development was the design
of the E* LDMF exhaust system. The E’ exhaust system was developed in three phases of
design/analyses, scale model development, and scale model test. Figures 1.3 through 1.5
show cross-sections from the three phases of E* scale models [Ref. 2].

Subtask A uses four 12-lobed mixers and one free/confluent mixer from the E’ data base
of LDMF configurations. Some refurbishment of the existing hardware was required.
New hardware was also fabricated. New scale model hardware included, Cell 41 model
adapters, upstream flow path hardware, including the E’ fan and core ducts, two new
nozzles, and laser velocimeter glass windows for viewing the mixing process for one of
the nozzles.

NASA/CR—2002-211597 1
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(b) Flight Propulsion System (FPS) scale model

(a) Integrated Core/Low Spool (ICLS) engine scale model

Figure 1.5. Phase IIl (a) Integrated Core/Low Spool (ICLS) engine and (b) Flight Propulsion
System (FPS) scale model flowpaths.



Specific program objectives of the Subtask A aero-acoustic testing were to:

¢ Obtain acoustic data on various mixed flow exhaust systems that exhibit
variations in mixer geometric characteristics and mixing performance.

¢ Quantify internal mixing noise relative to uniform mixed-flow conditions with
a reference conic nozzle.

e Perform Laser Velocimeter measurements both of the external jet plume and
internal mixing process to measure the jet flow velocities and turbulence intensity.

e Measure nozzle exit total pressure and temperature profiles.

e Measure surface pressure distributions on the fan duct, core duct and internal
nozzle contours along with the fan and core side pressures on one of the lobed mixers.

o Establish the 1992 jet noise bench-mark based on a free (confluent) mixer
configuration. The confluent mixers will be the basis from which the goal of reducing jet
noise by 3 EPNdB will be measured.

CFD based aero flowfield pretest predictions were performed on several of the Subtask A
test configurations. These predictions have been compared with the measured pressure,
temperature, velocity, and turbulence intensity data for evaluating the quality of the CFD
prediction.

NASA/CR—2002-211597 7






2.0 MODEL DESCRIPTION
2.1 Selection of E’ Mixer Configurations:

The cross section of the GE E’ engine-nacelle design in Figure 2.1 shows the
relationship of the mixer to the overall engine flowpath. The engine has a fan-to-core
exhaust system bypass ratio of 7.3 at take-off conditions.

The E3 model exhaust system is a 12% geometric scale model of the NASA/GE
development engine. The scale was maintained at 12% for the Cell 41 test hardware for
consistency between the new hardware and previously tested E*® configurations.
Geometric simulation of the exhaust system flowpath in the 12% scale model included
the fan duct, core flow duct, mixer, centerbody, and exhaust nozzle.

Existing E* model hardware that was reused in Cell 41 include four multi-lobed mixers

and a confluent (annular) mixer, two core plugs, and removable 2 fan duct total pressure
(Pp) rakes.

Key geometric characteristic of the five mixer configurations tested are summarized
below in Table 2.1. All Cell 41 lobed mixers had 12 lobes. This simplified data sampling
and configuration comparison. Sufficient geometric and acro-characteristic variation was
obtained from these mixers through the variation of the other mixer geometric parameters
(e.g., lobe penetration, mixer length and lobe shaping).

Table 2.1 Geometric characteristic of the mixer configurations

Configuration | Mixer | No. Of | Lobe Description | Lobe Height | Mixer Spread Loixer

Number Lobes Penetration Angle (°) Dpiane

1 V1 | N/A Confluent N/A N/A N/A

2 V2 12 Scalloped 0.43 38.9 0.18

2A V2A 12 V2 Mixer + 0.43 38.9 0.18
2”’extension

3 F9B 12 Scalloped + 0.48 31.2 0.22
Staggered

4 F12A| 12 Skewed 0.38 35.6 0.19

5 F8 12 Scalloped 0.39 36.5 0.19

(Ps-Inst)

Configuration V2A is the V2-Integrated Core/Low Spool (ICLS) mixer and centerbody
but with a 2 inch model scale (16.67 inches full scale) cylindrical spacer inserted into the
outer fan duct upstream of the mixer. The spacer translated the tailpipe and nozzle aft
thereby increasing both the mixing area and mixing length.

NASA/CR—2002-211597 9
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Figures 2.2 through 2.6 illustrate the acoustically tested Cell 41 mixer configurations.
Figure 2.7 shows a photo of the four acoustically tested mixers (Mixers V1, V2, F12A, &
F9B).

Mixer Performance -

The mixer performance characteristics at a typical cruise condition for the selected E’
mixer configurations are shown in Table 2.2. The performance characteristics shown are
mixing effectiveness, %K4, mixer pressure loss, %AP;/P;, and an overall performance
benefit quoted as %ACT relative to a unmixed, cold-flow configuration. These are
empirically derived values obtained from nozzle thrust measurements performed at
FluiDyne Engineering Corporation during the E* development test programs [Ref. 2].

Table 2.2 Performance characteristic of the mixer configurations

Mixer Mixing Mixer Pressure Loss, Mixer Overall
Effectiveness, %AP./P; Performance,
%K4 ' %ACT
V1 - Confluent 18 0 24
V2 -ICLS 67 .66 .65
V2Al - Extended >67 <.66 ~.80
Tailpipe
F9B - Quarter Periodic 61 .56 .63
F12A - Skewed 85 1.80 35
F82 - 70 38 .80
F8 - Adjusted 60 .50 ~.65

I Note: Configuration V24 (2-inch tailpipe extension), was never performance tested.
2 Note: Data based on extended tailpipe configuration.

Mixing Effectiveness, K4, is defined as the percent of actual thrust gain due to thermal
mixing divided by the ideal gain in thrust for a fully-mixed flow. Mixing Effectiveness
is a measure, as a percentage, of how well the overall temperature of the exhaust system
is raised based on measured thrust.

The mixer pressure loss is obtained from the change in measured cold, i.e., non-heated
core flow, thrust coefficient with and without the lobed mixer. The without configuration
is represented with a confluent mixer. It is measured at cold-flow conditions to remove
any thermal mixing benefit thereby isolating the lobe mixer pressure loss (correcting for
changes in Reynold’s number due to temperature). The mixer pressure loss is a measure
of how much additional pressure loss the mixer creates in the process of achieving
increased temperature mixing.

The %ACT is an overall performance efficiency term combining the benefit of thermal

NASA/CR—2002-211597 11
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mixing and the penalty of mixer pressure loss. It is obtained by comparing the hot core
flow thrust coefficient to the cold-flow confluent mixer thrust coefficient.

The best overall performance configuration, therefore, is assumed to be the extended
tailpipe V2A mixer. Acoustically tested mixers V2 and F9B both provide similar thrust
performance. Mixer F8 is assumed to also have similar thrust performance to mixers V2
and FO9B. Recall, however, that mixer F8 was not tested acoustically due to the pressure
instrumentation tubing on the mixer lobes. Mixer F12A, while providing a high amount
of thrust based thermal mixing, does so at the expense of significant internal pressure loss
and consequently, provides relatively poor overall thrust efficiency for a lobe mixer. The
confluent (free) mixer offers improved performance potential relative to an unmixed
exhaust system based on the nominal level of thermal mixing.

2.2 Cell 41 Adapter and Model Hardware Design -

New scale model hardware fabricated for the Cell 41 test include Cell 41 model adapters,
upstream flow path hardware, new nozzles, and laser velocimeter glass windows for
viewing the mixing process in the nozzle.

The Cell 41 adapters integrate the model to the Cell 41 facility. The hardware was
designed to allow for differential thermal growth. Regions between the core and fan
streams were thermal insulated where feasible to minimize the amount of heat transfer
from the core to the fan.

The Subtask A model geometry did not include fan duct bifurcations. This was to
minimize the 3-D cross-flow effects and to simplify the flowfield in the mixing region.
In place of bifurcations, the model was designed with upstream fan and core duct support
struts (Figure 2.8). The core duct struts supported the cantilevered core plug and
provided routing passages for the core duct pressure instrumentation. The fan duct struts
provided for routing of the core duct pressure instrumentation and the fan duct inner
surface pressure instrumentation. The fan duct struts also provided the model with a
means of maintaining fan-to-core duct concentricity and centering.

The support strut system consisted of 3 equally spaced symmetrical struts. The struts are
NACA 63018 hybrid airfoils with a constant chord length of 4 inches and maximum
thickness of .68 inches. The struts are considered hybrid NACA 63018 airfoils because
the actual airfoil thickness-to-chord ratio (t/c), is 17% not 18%. The 17% airfoil was
generated by scaling the NACA 63018 airfoil thickness to 17% while maintaining the 4
inch chord length. Figure 2.9 (a) illustrates the 17% hybrid airfoil cross-section. Flow
analysis performed on this airfoil showed acceptable strut trailing edge wake
characteristics.

The design requirements of the support struts were to have minimum wake shedding

while providing model structural rigidity and allowing for routing of the pressure
instrumentation. The final strut airfoil thickness was dictated by the pressure

NASA/CR—2002-211597 18
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Figure 2.9. Strut aerofoil cross sections and the strut pressure manifold system for E’ mixers
tested in Cell 41 Anechoic Free Jet Facility.
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instrumentation routing requirements. For ease of model installation and model change-
out, the core duct pressure instrumentation was manifolded in the core struts. Figures 2.9
(b) and 2.9 (c) illustrate the strut manifold design.

The aero-flowpaths aft of the struts are consistent with the E3/F1uiDyne performance test
geometry except for the fan duct outer contour and nozzle, and the absence of fan duct
bifurcations. The fan duct and nozzle contour is different to accommodate the planar
(flat) Laser Velocimeter windows. Figure 2.10 illustrates the contour differences
between the FluiDyne performance geometry and the Cell 41 acoustic configuration. The
differences are small. Analysis of the two geometries indicate that the flow
characteristics and fan-to-core bypass ratios very nearly match.

To accomplish the Subtask A test objectives, two nozzles were fabricated and tested.
Both nozzles were manufactured to the same internal contour. One nozzle was dedicated
to internal Laser Velocimeter (ILV) measurements by incorporating three planar LV
windows. This nozzle has external brackets that secure the LV windows. Figure 2.11
illustrates the circumferential orientation of the three LV windows in the Cell 41 test
facility. Figure 2.12 illustrates the LV nozzle in Cell 41. This nozzle is used for static
(M=0), LV measurement testing only. There are no surface pressure instrumentation for
the LV nozzle. The second nozzle, which is instrumented with two rows of surface static
pressure taps oriented 195-degrees apart and is externally clean, is for aero-acoustic
testing.

The Cell 41 model assembly is detailed in Figure 2.13. Figures 2.14 through 2.16 are the
photographic views of the model assembly in Cell 41.

2.3 Model Instrumentation:

The Cell 41 Subtask A hardware has 108 surface pressure taps. Generally, two axially
rows of pressure taps were located circumferentially in line with a lobe chute and valley.
This was consistent throughout the test configuration variations since all the lobed mixers
have the same number of lobes (12). Model surfaces that were pressure instrumented
were the fan duct outer contour, fan duct inner contour, core plug and a mixer crown and
keel (both fan and core side). Figure 2.17 illustrates the model surface pressure
measurement locations.

One mixer was pressure instrumented in the lobe region, mixer F8 (Figure 2.18). The
lobed mixer pressure instrumentation tubing was bundled aft of the mixer and routed out
through the nozzle. The pressure tubing was bundled and routed aft so as to not
compromise the fan and core duct contours ahead of the mixer and for ease of mixer
installation (Figures 2.19 and 2.20). All other surface pressure instrumentation were
inlaid to the flow surface. The surface pressure data were measured throughout the test
program.
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Figure 2.13 was unavailable at time of printing.
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The fan duct total pressure profile could be measured by two removable PT rakes
(reference Figure 2.13). The fan duct PT rakes were installed and tested at certain select
times of testing for comparison with upstream facility charging station total pressures.
All acoustic testing, however, was performed without the fan duct rakes.

A single PT probe extends from the leading edge of all three core support struts. The PT
probe was permanently attached to the strut to measure the core total pressure as a
reference check with the Cell 41 facility core charging station pressures.

Nozzle exit total pressures and temperatures were measured with a kiel-temperature probe

(Figure 2.21). The exit survey probe was mounted to the model nozzle with a bracket
designed to support a two-axis actuator that positioned the Kiel probe.
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Figure 2.21. Kiel-Temperature probe (KT-36-228-CH/CON-F) for nozzle exit total pressure and
temperature survey, a=36", d=0.25”.
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3.0 TEST FACILITY
Anechoic Free-Jet Noise Facility -

The GEAE Cell-41 anechoic free-jet jet noise facility, shown in Figure 3.1 is a cylindrical
chamber 43ft. in diameter and 72ft. tall. The inner surfaces of the chamber are lined with
anechoic wedges made of fiberglass wool to render the facility anechoic above 220 Hz.
The facility can accommodate single flow and dual flow model configurations. The
corresponding throat areas for these streams are 22 and 24 square inches. The streams of
heated air for the dual flow arrangement, produced by two separate natural gas burners,
flow through silencers and plenum chambers before entering the test nozzle. The
operating domain of the facility in terms of total temperature, pressure ratio, mass flow
rate and jet velocity is indicated in Figure 3.2 for single and dual flow operation and for
static and simulated flight operation. Each stream can be heated to a maximum of

1960°R with nozzle pressure ratios as high as 5.5, resulting in a maximum jet velocity of
3000 feet/second.

For this test program both single flow and dual flow nozzle set-up is required. For all
dual flow configurations, the core flow will be provided through the core burner and flow
delivery plenum system. Fan flow will be provided through the fan burner and flow
delivery plenum system. For the conic nozzle, a single stream is required which will be
provided through the fan burner/flow delivery plenum system. The tertiary air stream
system (freejet simulation) consists of a 250,000 scfm (at 50in. of water column static
pressure) fan and a 3,500 horsepower electric motor. The transition duct work and
silencer route the air from the fan discharge through the 48in. diameter free-jet exhaust.
The silencer reduces the fan noise by 30 dB to 50 dB. Tertiary flow at its maximum
delivery rate permits simulation up to a free jet Mach number of about 0.4. Mach number
variation is achieved by adjusting the fan inlet vanes. The combined model, free-jet and
entrained airflow is exhausted through a ‘T’ stack silencer aligned directly over the model
in the ceiling of the chamber. The ‘T’ stack is acoustically treated to reduce noise
transfer from the facility to the surrounding community.

The facility is equipped with two systems of microphone arrays (see Figure 3.3) to
measure the acoustic characteristics of the test models in the farfield; a fixed array of
microphones and an array on a traversing tower. The fixed array has 17 microphones
mounted from the false floor, the wall and the ceiling of the test cell. These provide
measurements at a minimum distance of 26.75ft. from the nozzle reference location and
cover the polar angle range from 6; = 50° to 155°. The traversing tower contains 13
microphones, mounted at polar angles ranging from 6; = 45° to 155°, and provides
measurements at a minimum distance of 22ft. from the nozzle reference location. The
traversing tower can be physically positioned at any azimuthal angle (¢) between +55°
with respect to the fixed microphone array. However, to ensure non-interference from
close proximity to wedges in its extreme positions, data acquisition is normally limited to
+45° relative to the fixed microphone array. The azimuthal angle ¢= 0 is defined as the
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45° (N-E) position. For the E’ nozzle acoustic test program, the axisymmetric character of
the nozzle implies that its orientation is irrelevant, therefore the traversing tower remains
in the ¢ = 10° location throughout the test. Acoustic data is acquired from both the fixed
(at ¢ = 45°) and tower microphones.

Laser Doppler Velocimeter (LDV) System-

The facility is also equipped with a laser Doppler velocimeter (LDV) system. The LDV
system, illustrated in Figure 3.4, is a three dimensional Laser Fiber Flow system. The
optical system consists of a 60 mm diameter fiber optic probe, a 1.9 beam expander, and
a 1.5 beam expander with 140 mm diameter front lens. The focal length of this lens is

2000 mm. The optical system has 3.272340 beam angle, 114.2572 mm beam distance, 36
fringes, and 9.0096 micron fringe spacing. The Laser Doppler Anemometer (LDA)
system is modified to obtain online data from a counter processor with x-y plotter using a
Fluke 1752A computer. The seeding to each flow stream is provided using individual 100
psi vacuum pump. For high temperature flow, one micron alumina powder is used for
seeding. A photograph of the fiber flow probe of the LDV system mounted on a 3-
dimensional actuator table system and the LV window nozzle in Cell 41 are shown in
Figure 3.5.

Velocity histogram data are obtained from a counter processor through D/A converter,
which provides a voltage related Doppler frequency and a Bragg cell frequency of 40
mega Hz. The measured voltage is converted to velocity using the following relationship:

Velocity, m/sec. = (volt x amplification factor - 40 mega Hz.) x fringe spacing, micron

The amplification factor for the present system is 100. The measured data and the
corresponding laser locations are digitized simultaneously and averaged with 20 readings
and stored in the Fluke computer, while instantaneous data are plotted on the x-y plotter.

Data Acquisition Systems -

Cell 41 is supported by well-calibrated acoustic and aerodynamic data acquisition
systems. Acoustic data is analyzed by an on-line system, which computes 1/3-octave

band data for model scale at a 40’ arc corrected to standard day conditions (i.e., 599F and
70 % relative humidity) and narrowband data as measured. In addition, this data is
recorded on magnetic tapes for post processing.

All static and total pressures including model surface pressures are measured using an
aerodynamic data acquisition system consisting of multiport scanivalve contained
pressure transducers, signal conditioner, and analog/digital converters. The pressure
signals are supplied to a Micro VAX computer system where it can be analyzed or down-
loaded to GE’s mainframe computer system.
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Figure 3.5. LDA system with fiber flow probe focused on E* acoustic model installed in Cell 41
anechoic free jet facility.




A front-end computer with touch-screen application is used for signal and facility control
and for real time data monitoring. Temperature data (thermocouple signals) are fed
directly to the front-end computer.

On-line 1/3-octave data or post processed acoustic data are further analyzed per the flow
chart of Figure 3.6 for scaling, flight transformation, and extrapolation to any sideline (or
arc) location.
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4.0 TEST PLAN
Acoustic Testing -

The acoustic test matrix was patterned to follow two typical engine cycle operating lines
for take-off and climb. The cycles represented are the E’ high bypass ratio mixed-flow
operating cycle and a high bypass ratio engine separate flow exhaust system cycle. The
typical take-off and climb characteristics of these two engine cycles are listed in Table
4.1 and illustrated in Figures 4.1 and 4.2. Refer to Tables Al through A6 (Appendix) for
exact test conditions for each nozzle configuration.

Table 4.1. Typical Test Conditions

Point | NPRg | NPRc | TTk Vie TT/TTe | TTc V; Vmix | Far

CR) | (fls) CR) |s) |(®s) |ab)
Mixed Flow Cycle
1 1.4 1.365 | 540 771 2.513 1357 | 1179 | 819 418
2 1.45 1.428 | 540 808 2.559 1382 | 1270 [ 863 467
3 1.5 1.493 | 540 842 2.602 1405 | 1354 {903 515
4 1.55 1.560 | 540 874 2.648 1430 | 1435 | 941 562
5 1.6 1.631 [ 540 903 2.693 1454 | 1513 | 977 608
6 1.65 1.703 | 540 930 2.738 1479 |1586 {1010 |654
7 1.70 1.776 | 540 955 2.782 1502 | 1657 | 1041 | 698
Separate Flow Cycle
8 1483 |]1.293 |540 831 2.333 1260 | 1036 [ 852 468
9 1.589 [ 1.389 | 540 897 2.390 1291 [ 1181 [926 561

10 1.698 [ 1.505 | 540 954 2.457 1327 | 1328 | 994 656

A key distinction between the two engine cycles, from a jet noise standpoint, is that for a
constant exhaust system gross thrust, the separate flow cycle operates at a higher bypass
ratio than the mixed flow cycle. Consequently, the corresponding mixed flow velocity, a
correlation parameter for jet noise, is lower for a separate flow cycle than for a mixed
flow cycle at ideal constant thrust conditions.

Conducting the test along both mixed and separate flow engine cycle conditions enabled
the thermodynamic effects of engine cycle design on jet noise to be investigated. The
impact of mixer lobe shape on jet noise was assessed at constant cycle conditions, while
the impact of cycle condition is investigated for a given mixer configuration.

A single flow conic nozzle was tested at the fully-mixed average test conditions. The
conic nozzle represents a fully mixed near-uniform nozzle exit flow configuration. It is
the ideal scenario being strived for by the lobed mixer configurations (in terms of
complete, 100% mixing).
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Acoustic data was measured both statically, and at simulated flight conditions of
Mach=0.24 and 0.28. Free jet back-ground noise, (jet off / wind on operation), was
evaluated to ensure sufficient jet signal-to-(back-ground) noise ratio. With the exception
of the lowest test condition, this ratio was generally greater than 10 across the
measurement range of 10Hz to 100kHz.

The acoustic test configurations are summarized in Figure 4.3. A total of 6 distinct nozzle
configurations were tested. Each of the configurations was tested under both static and
simulated flight (free jet Mach number = 0.24 and 0.28) conditions. The tabulated reading
numbers identify the individual test points.

Aero-Flowfield Measurements-
Nozzle exit total pressure and temperature surveys were performed for two conditions
statically. The LV data measured on the jet plume was performed both statically and

wind-on. Figure 4.4 illustrates what configurations were tested acoustically, exit
surveyed, and LV measured.
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Test | Config Config Test Test Test Reading Aeroacoustic
Date |Number|Designation NOZ.ZI? Mach Number Data
Description | Number Summary
Jan-95 0 Conic 0 42-47,49-51,96 Appendix A
0.24 74,75,78,79,82,83,87,91,92,95 Table Al
0.28 73,76,77,80,81,84,89,90,93,94
Feb-95 1 V1 Confluent 0 139-148 Appendix A
0.24 | 120,121,124,125,127,130,131,134,135,138 Table A2
0.28 | 119,122,123,126,128,129,132,133,136,137
Feb-95 2 V2 Scalloped 0 152,174,178,179,180-185 Appendix A
(ICLS) Mixer 0.24 | 153,158,159,163,164,167,168,171,172,186 | Table A3
0.28 [ 155,157,160,162,165,166,169,170,173,187
Mar-95| 2R V2 Scalloped 0 317-320 Appendix A
(Repeat)| (ICLS) Mixer 0.24 322-325 Table A3
Feb-95| 2A V2 Scalloped Mixer 0 190,201-205 Appendix A
with Extended | 0.24 191-193,196,197,200 Table A4
Tailpipe 0.28 194,195,198,199
Feb-95 3 F9B Scalloped & 0 242,258-266 Appendix A
- Staggered 0.24 244-247,250,251,254-257 Table AS
Mixer 0.28 248,249,252,253
Feb-95 4 F12A Skewed 0 228-235,239,315 Appendix A
Mixer 0.24 216,217,220,221,224-227,236,238 Table A6
0.28 218,219,222,223

Figure 4.3, Vsummary of scale model acoustic tests.
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5.0 ACOUSTIC DATA

Acoustic tests were conducted as per engine core nozzle vs. fan nozzle pressure ratio
operating lines shown in Figure 5.1a. Series-1 operating line simulates ICLS E> engine
with LDMF. The mixer and confluent configurations were all tested at selected
conditions on this line. Limited acoustic tests were also conducted on series-2 operating
line that is typical of an engine with a separate flow nozzle. The conditions selected on
the series-2 line match the ideal thrust of the corresponding test point on the mixed flow
series-1 line.

For ease of identifying acoustic data of different configurations at comparable nozzle
flow conditions, the selected test aero condition on each of the operating lines is specified
by a number referred to as point number. Point numbers 1-7 signify test conditions on
series-1 mixer operating line and point numbers 8-10 signify test conditions on series-2
separate flow operating line. The test point sets 2 and 8, 4 and 9, and 6 and 10 have equal
ideal thrust but at different Vpx . Actual test conditions of confluent flow nozzle (Table
A?2) are used in Figure 5.1 b to illustrate data.

The test conditions are also shown in Figure 5.1b in terms of fan-to-core exhaust velocity
ratio plotted against ideal mixed velocity, Vix . Points 1 and 8,3 and 9, and 5 and 10 are
conditions at Vy;; approximately equal to 850, 930, and 1000 fps but at different fan-to-
core exhaust velocity ratios and thrust values.

The reference conic nozzle was tested at flow conditions that match the mass averaged
mixed conditions of the series-1 and series-2 test points.

The aeroacoustic data are summarized in Tables Al-A6 of Appendix A. The
aerodynamic nozzle flow conditions include ideal flow calculations based on the
measured temperature and pressure information. The summarized acoustic data contain
an engine scale aft quadrant PNLp,, of all test points and EPNL of flight points. To be
consistent with the earlier E> acoustic data, the model data were scaled to an engine
nozzle size of 3078 sq in (scale factor = 8) and extrapolated to a 1500 ft altitude. The
reading number identifies the unique test point and the point number defines the specific
test condition on the operating line.

5.1 Cell 41 Acoustic Testing -

Acoustic testing of the E3 model hardware in the GEAE Cell 41 anechoic free-jet facility
required that extreme care be taken with regard to background noise levels and signal-to-
noise ratios. The matrix of text conditions, along with the high bypass ratios of the model
systems, results in nozzle conditions that have fully mixed velocities considerably lower
than data recently acquired in this facility. Consequently, considerable time and effort
was devoted to establishing the optimum techniques for acquiring high quality acoustic
data.
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Signal-to-noise ratios were monitored throughout the test when the free-jet was running
through use of the on-line acoustic data acquisition system.

The microphone data has been reviewed for signal-to-noise ratio, calibration, etc. The

acoustic data has been scaled to full scale B3 nozzle exit arca (A8=3078 in2), and
extrapolated to 1500 feet side-line. The GEAE flight transformation technique has been
applied to the simulated flight conditions.

The presented acoustic results are model data scaled to an engine nozzle size of 3078 sq
in and extrapolated to 1500 ft altitude. The results are mostly discussed by comparing aft
angle PNL,,, for the static test conditions and EPNL for simulated flight cases plotted
against ideal mixed velocity Vyx. The data will be presented against ideal net thrust
during the discussion on the effect of operating cycles as the test conditions on the two
cycles generate different thrust for a given Vpix. PNL-directivity and sound pressure level
spectra at selected conditions are also presented in this section. The selected comparisons
correspond to test conditions 2 and 6 on series-1 and test conditions 8 and 10 on series-2
operating line. These conditions provide engine static thrust = 33000 and 48000 Ib,
respectively. The engine net thrust for these cases under simulated flight conditions
(M=0.24) are = 23000 and 34000 1b, respectively. These test points, in this analyses, are
considered to define the nozzle flow conditions at typical cutback and takeoff of an E’-
class engine application.

5.2 Repeatability of Acoustic Data

The repeatability of the measured data, under both static and flight conditions, is
demonstrated in Figure 5.2 by comparing the PNLmax (for static) and EPNL (for
simulated flight) obtained with the scalloped mixer nozzle (config-2) on two different
occasions. The data are generally within 1.0 dB of each other.

5.3 Comparison of Mixer, Confluent and Conical Nozzle Data

To determine the acoustic benefits of the mixer configurations, results of the three test
mixers are compared in this section with data obtained with the confluent flow and the
conical nozzles. No pylon hardware was installed with the test configurations. All mixer
and confluent flow configurations were tested with nominal length fan exhaust shroud.
The mixer and confluent flow nozzles data were obtained with series-1 operating line,
simulating LDMF cycle conditions. The conical nozzle data correspond to test conditions
that match the mass averaged mixed conditions of the series-1 test points.

The static PNL,,x data are provided in Figure 5.3 as a function of ideal mixed velocity
Vmix - While cycle test points 1-6 lie along a line, a shift is noted in data trend with test
point 7. This is due to change in the angle at which the peak PNL was noted along the
sideline. The EPNL results under the simulated flight conditions (M = 0.24 and 0.28) are
presented in Figures 5.4 and 5.5. As expected, the EPNL data now show a smooth trend.
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These figures indicate notable differences in the acoustic results of the three mixers.
Under both static and simulated flight conditions, the scalloped/staggered mixer (config-

3, F9B, 12 lobes, 48% penetration, 35.69 lobe spread angle) provides the lowest noise

levels, and the skewed mixer (config-4, F12A, 12 lobes, 38% penetration, 31.2° lobe
spread angle) the highest level. The differences, for a given Vi, are close to 3 dB under
static conditions and 4 dB under simulated flight conditions. The scalloped mixer

(config-2, V2/ICLS, 12 alternating different radial lobes, 43% penetration, 38.99 lobe
spread angle) provides levels that are slightly noisier than those of the
scalloped/staggered mixer.

Figures 5.3 through 5.5 also show the mixer noise levels relative to the confluent and
conic nozzles. The skewed mixer is noisier than the confluent flow nozzle at low mixed
velocity conditions. And, it is slightly quieter than the confluent flow nozzle at higher
velocities. The scalloped/staggered mixer provides the maximum noise benefit relative to
the confluent flow nozzle. The conic nozzle with a fully-mixed uniform flow field at its
exit, representing an ideal mixer, provides the lowest measured noise levels for a given
Vmix. The acoustic benefits of the three mixers and the conic nozzle relative to the
confluent flow configuration are summarized in Table 5.1 for selected Vy,ix of 900 and
1000 fps:

Table 5.1. Acoustic Benefits at Selected V,ix of 900 and 1000 fps.

NASA/CR—2002-211597

58

Acoustic Benefit of Mixer and Conic Nozzles
Relative to Confluent Flow Nozzle
Config Nozzle Static Simulated Simulated
Number | Description Flight Flight
(Desig.) M=0.24 M=0.28
PNLax EPNL EPNL
AdB AdB AdB
Vmix — 900 1000 (900 | 1000 | 900 1000
fps fps fps fps fps fps
Config-1 | Confluent Ref Ref Ref | Ref Ref Ref
(V1) Flow
Config-2 | Scalloped 0.5 1.8 2.0 3.0 1.8 2.8
(V2) Mixer
Config-3 | Scall/Stagg | 1.7 34 2.6 3.6 2.7% 3.6
(F9B) Mixer
Config-4 | Skewed -1.0 1.0 -1.2 |05 -2.0% |0
(F12A) Mixer
Config-0 | Conic 3.5 5.0 4.0 5.4 5.0 6.2
(* extrapolated from the plotted data)




The tabulated benefits, under simulated flight Mach number of 0.24, indicate that the
scalloped and scalloped/staggered mixers provide 3 and 3.6 EPNdB reduction at typical
takeoff V_., = 1000 fps relative to the confluent flow nozzle. This reduces to 2 and 2.6
EPNdB at V_,, = 900 fps. The corresponding maximum benefits, at these two ideal mixed
velocities, with the fully mixed conic nozzle are 5.4 and 4 EPNdB, respectively.

PNL-directivity, OASPL-directivity and typical forward and peak aft angle spectral
comparisons at V,;, approximately equal to 1000 and 900 fps are provided in Figures 5.6
through 5.9 for the simulated flight condition (M=0.24). These figures indicate:

e lower frequency jet noise benefit (< 400 Hz 1/3-OB) with mixer and conic
nozzles relative to confluent flow nozzle. This spectral benefit is significant in
the aft quadrant. This benefit further contributes to the OASPL and PNL
reductions noticed in the aft quadrant of the directivity plots. The three mixer
configurations provide, more or less, equal spectral benefits in this range ( =
6-8 dB in the aft quadrant microphone locations). The reduction in the noise
levels in this frequency range is mainly due to decreased peak exhaust velocity
achieved with mixer configurations.

e at most of the middle frequencies (500 Hz < 1/3-OB < 4000 Hz) , mixer sound
pressure levels are higher than those of the confluent flow nozzle. Skewed
mixer noise levels are highest in this frequency range and hence the higher
PNL noted in the PNL-directivity plots. Only the fully mixed conic nozzle
spectra is lower than those of the confluent nozzle levels and thus the conic
nozzle provides the lowest levels in the PNL-directivity plots.

e At high frequencies (> 5000 Hz), the noise levels of the confluent and conic
nozzles approach one another. The mixer levels also approach those of the
confluent nozzle except those of skewed mixer. Skewed mixer data are
generally greater than those of the other configurations.

Mixer acoustic data available in literature (Refs. 5 and 6) are all similar to those of the
tested mixers as they all show significant benefits at lower frequencies and increased
sound pressure levels at mid and higher frequency ranges relative to unmixed
configurations. This increase in mid and higher frequency sound levels also increase the
perceived noise level and thus offset some of the gain due to decreased levels at lower
peak jet noise frequencies. The higher the increase in the mid and high frequency range,
lower the overall PNL and EPNL benefit. This is clearly shown by the data of the skewed
mixer (config-4). Mixer designs that will provide minimal sound pressure level increase
in this frequency range will, therefore, provide increased overall noise benefit. The fully
mixed conic nozzle is an ideal mixer with no increase in this frequency range and thus
provides the maximum overall noise benefit relative to unmixed nozzles.
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The increase in mid and higher frequency noise levels observed with the mixers has
generally been attributed to internally generated flow noise caused by flow over the
lobes.

From the data provided in this section, it is therefore concluded that all the mixer and
conic nozzles provided the low frequency jet noise reduction. The conic nozzle had no
internal noise and provided maximum benefits at high frequencies. Thus the fully mixed
conical nozzle provided the lowest PNL levels at all angles relative to confluent flow
nozzle. The scalloped and scalloped/staggered mixers generated some internal noise. This
reduced the overall PNL benefits relative to the confluent flow nozzle. The skewed mixer
provided the highest internal noise levels and thus the overall PNL benefits were minimal
or adverse relative to the confluent nozzle.

The jet noise improvement levels measured and reported to date have no installation
representation associated with them. The installation effects of engine pylon(s) may
significantly affect the mixing characteristics of a lobed mixer. This in turn, could have
an impact on the “installed” jet noise reduction of a lobed mixer relative to a confluent
mixer. Some of the planned activities under Subtask C of this task order should address
this “installation” issue.

5.4 Effect of Mixing Duct Length

To determine the effect of the mixing duct length on acoustic data, scalloped mixer
(config-2) was tested with both nominal length fan exhaust shroud and an extended
shroud obtained by adding a 2 inch scale model tailpipe spacer (16.67 inches engine
scale). The test points correspond to series-1 operating cycle. The simulated flight EPNL
data at M = 0.24 and 0.28 are provided in Figure 5.10. The data indicate noise reduction,
of the order of 1 dB, with the longer duct exhaust shroud nozzle at all thrust conditions.

PNLmax directivity and typical aft angle spectral comparison at takeoff thrust (Vpyix =
1020 fps) is provided in Figure 5.11. A noise benefit with increased mixing length is
seen at noise peak angles and over most of the mid and high frequencies. Figure 5.11a
shows that while extending the tailpipe has no effect on the location of peak perceived
noise it does, however, significantly reduce the noise in the forward quadrant and up to
130 degrees. The One-Third Octave Spectrum at 120 degrees (Figure 5.11b), shows that
the mid-to-high frequency mixing noise has been reduced by extending the tailpipe.

References 1-4 show increase in mixing efficiency and thrust coefficient, as L/Dy, is

increased (L and Dy, being the mixing length & average hydraulic diameter). Significant
improvements are shown up to an L/Dy, of 1.84 in reference 2. The mixing length of the

tested mixer nozzle increased from L/D of 0.72 (nominal shroud, L=5.5" & D=7.62", the
nozzle exit diameter) to 0.985 (extended shroud, L=7.5"). Hence, an improvement in the
net thrust is also to be expected with the extended mixer configuration.
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5.5 Effect of Variations from Engine Baseline Operating Cycle

As shown in Figure 5.1, the scale model nozzle tests were conducted on two different
cycle operating lines. Series-1 simulates ICLS engine cycle and is typical of engines with
mixers or confluent nozzle. This baseline cycle is defined to provide an extraction ratio
close to unity at the design point. Series-2 simulates typical separate flow engine cycle.
This cycle provides a greater than one extraction ratio at the design point.

The impact of the operating cycle variations on the acoustics of confluent flow (config-1)
and scalloped mixer (config-2) nozzles are shown in Figures 5.12 and 5.13. The EPNL
data at simulated flight Mach number of M=0.24 are plotted against ideal net thrust in
Figure 5.12. The data indicate significant EPNL reduction with series-2 cycle relative to
series-1 cycle. Reductions of 4.5 and 3 dB are noted with the confluent flow nozzle, and
4 and 2 dB with the scalloped mixer nozzle at the takeoff and cutback thrust conditions.

This data is normalized with respect to 1000 1b thrust and plotted against Vi in Figure
5.13.

The following table summarizes the noise benefits noted in PNLmax for static cases and

in EPNL for flight cases of the test nozzles with the series-2 cycle relative to series-1
cycle:

Decrease in PNLmax/EPNL with Series-2

Cycle Rel. to Series-1 Engine Cycle, AdB
Config Nozzle Cycle Static Simulated Flight
(Desig) (Series) (M=0.24)

Takeoff | Cutback | Takeoff [ Cutback
Config-1 | Confluent | Series-1 Ref Ref Ref Ref
(VD) Series-2 5.0 2.0 4.5 3.0
Config-2 | Scalloped | Series-1 Ref Ref Ref Ref
(V2) Mixer Series-2 3.0 2.2 4.0 2.0
Config-3 | Scall/Stagg | Series-1 Ref Ref Ref Ref
(F9B) Mixer Series-2 2.8 1.8 34 2.2
Config-4 | Skewed Series-1 Ref Ref Ref Ref
(F12A) Mixer Series-2 4.7 4.1 3.0 2.5

PNL directivity and typical aft angle spectral data obtained with different operating lines
are compared in Figures 5.14 through 5.16. They describe the confluent (config-1) and
scalloped mixer (config-2) nozzles data at typical takeoff thrust. The data indicate
significant jet noise reduction at all angles and over most of the frequencies with series-2
cycle condition relative to series-1 cycle condition. This is due to the reduction in both
the core exhaust velocity and the mixed velocity Vpix for the series-2 condition relative
to series-1 condition for a given thrust (see Figure 5.1). The cycle effects are significantly

reduced when the acoustic data is normalized for constant thrust as shown in Figure 5.15
for confluent flow nozzle.
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5.6 Effect of Flight Mach Number

As previously reported, acoustic measurements were performed at static conditions along
with simulated flight conditions of Mach .24 and .28. The effect of flight Mach number
on PNLT directivity and the one-third octave spectrum at a typical polar angle are shown
for the fully-mixed Conic nozzle, the Confluent mixer, and the ICLS-V2 lobed mixer in
Figures 5.17 through 5.19, respectively. Flight velocity yields significant source strength
reduction for subsonic plumes at all frequencies at 90 degrees. Also, convective effects
at other angles do significantly change the impact of forward flight velocity on source
strength reduction.

5.7 Acoustic Conclusions

Acoustic tests were conducted to evaluate three lobe mixer designs that were developed
during the Energy Efficient Engine (E*) program. Tests were also conducted on baseline
confluent flow, an extended mixing region lobe mixer, and a conic nozzle configurations.
Tests results were evaluated to determine effects of mixer designs relative to a confluent
nozzle and a conical nozzle, variations from engine baseline operating cycle and mixing
duct length. The acoustic tests were conducted at GEAE Cell-41 acoustic test facility.
Analysis of the acoustic data provided the following conclusions:

e Under both static and simulated flight conditions and with reference to
confluent nozzle, the scalloped/staggered mixer (config-3, F9B, 12 lobes, 48%

penetration, 31.20 lobe spread angle) provided the lowest noise levels, and the

skewed mixer (config-4, F12A, 12 lobes, 38% penetration, 35.6° lobe spread
angle) the highest level. For a given Vi, the differences were close to 3 dB
under static conditions and 4 dB under simulated flight conditions. The
scalloped mixer (config-2, V2/ICLS, 12 alternating different radial lobes, 43%

penetration, 38.9° lobe spread angle) provided levels that were slightly noisier
than those of the scalloped/staggered mixer.

e The skewed mixer was noisier than the confluent flow nozzle at low mixed
velocity conditions and slightly quieter at higher velocities. The
scalloped/staggered mixer provided the maximum noise benefit (3.6 EPNdB
at Vmix = 1000 fps) relative to the confluent flow nozzle. The conic nozzle
provided the lowest measured noise levels for a given Vix.

e Lower frequency jet noise benefit (< 400 Hz 1/3-OB) with mixer and conic
nozzles were noted relative to confluent flow nozzle. The three mixer
configurations provided, more or less, equal spectral benefits in this range ( =
6-8 dB in the aft quadrant microphone locations). The reduction in the noise
levels in this frequency range is mainly due to decreased peak exhaust
velocity achieved with mixer configurations.
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e At most of the middle frequencies (500 Hz < 1/3-OB < 4000 Hz) , mixer
sound pressure levels were higher than those of the confluent flow nozzle.
Skewed mixer noise levels were highest in this frequency range. Only the
fully mixed conic nozzle spectra was lower than those of the confluent nozzle
levels.

e At high frequencies (> 5000 Hz), the noise levels of the confluent and conic
nozzles approached one another. The mixer levels also approached those of
the confluent nozzle except those of skewed mixer. Skewed mixer data were
generally greater than those of the other configurations.

e Increase in mixing duct length provided reduction in mid-to-high frequency
mixing noise.

o Significant benefits at all aft angles and over most of the frequencies were
noted with separate flow cycle conditions relative to typical mixer engine
cycle.
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6.0 AERO-FLOWFIELD DATA

The objective of the study was to provide detailed velocity, turbulence and
thermodynamic state variable data for use in evaluating the acoustic characteristics of
mixed flow exhaust systems, and for assessing the accuracy and assisting the further
development of computational fluid dynamics (CFD) codes for aero-flowfield and
acoustic predictions. Aero flow field measurements were performed with surface static
pressure taps, along with a Laser Doppler Anemometer (LDA) system to measure
velocity. Nozzle exit total pressure and temperature mapping was performed with a Kiel
probe. This study presents the results of internal to and external of the nozzle aero-
flowfield measurements.

Test conditions for the aero flow field measurements are summarized in the table below.
For all mixer configurations, test point 5 was established for both LDA and nozzle exit
total pressure and temperature measurements. In addition, nozzle exit total pressure and
temperature measurements were made for mixer configuration V1 at test point 10
conditions and at test point 7 for all other mixer configurations.

Test |NPRfan |NPRcore|Ttfan |Ttcore

Point CR) |CR)
5 1.6 1.631 |540 [1454
7 1.7 1776|540 [1502

10 1.698 1.505 540 {1327

6.1 Nozzle Exit Total Pressure and Total Temperature Survey.

Nozzle exit total pressure and temperature were obtained on four mixer configurations,
V1-confluent, V2, V2A (ICLS), and F12A-skewed mixers. The nozzle exit measurements
were conducted using a single Kiel-temperature probe mounted to a two-dimensional
actuation system as illustrated in Figures 6.1 and 6.2. The approximate survey sampling
region is illustrated in Figure 6.3. The sampling grid is comprised of 325 pressure and
temperature measurements.

The pressure measurements have been normalized by the core charging station averaged
total pressure (Pymeasured / Preore)- L NE temperature measurements have also been normalized,
but in a different manner. Fan charging station average total temperature was subtracted
from the measured temperatures and this was than normalized by the temperature
difference between the core charging station average total temperature and the fan
charging station average total temperature (Trcasumed = T1tan) / (Trcore = T rtan)-

The non-dimensional temperature and total pressure contours for a confluent mixer, V1,
at test condition 5 and 10 are shown in Figure 6.4. The rings in this plot (and also
subsequent plots) correspond to the radii of the core plug (1.9”), the core nozzle exit lip
(2.6”), at the mixing plane and the fan cowl lip (3.8”) at the nozzle exit respectively.
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Figure 6.1. Kiel-temperature probe mounte for the E> acoustic model with scalloped 12-lobed
mixer (V2) to a two dimensional actuation system.




Figure 6.2. Kiel-temperature probe mounted for the E? acoustic model to a two dimensional
actuation system.
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These temperature contours clearly illustrate the hot core jet, the thermal shear layer
between the core and fan streams, and the cold fan flow. The core jet region is smaller for
the condition 10 compared to condition 5 because the fan-to-core bypass ratio is higher
(therefore, less relative core flow). For the V1 configuration, the nozzle exit survey
sampling was intentionally performed behind one of the three exhaust upstream system
support struts. The strut wake appears to be relatively small. Acoustic measurements also
did not indicate discrete tones indicating of significant structure shedding or separation.

The non-dimensional temperature and total pressure contours for the two ICLS
configurations, nominal-V2 and tailpipe extension-V2A, are shown in Figures 6.5 and
6.6, respectively. The temperature profiles for these configurations display a temperature
inversion with the hot core flow projected radially outward and the cold fan flow radially
inward. There is a low total pressure region exhibited downstream of the center plug. The
tailpipe extension ICLS, V2A, shows diffused temperature and pressure profiles both in
the radial and circumferential direction because of the additional mixing length (see
Figure 6.6).

Similar results for the skewed F12A mixer are shown in Figure 6.7. The temperature
profile does not display the temperature inversion characteristics of the ICLS
configurations. Rather, the temperature profile is hotter at the centerline and decreases
radially outward. Mixing levels based on past hot-to-cold thrust performance
measurements suggest that the Skewed-F12A mixer with this type of temperature profile,
offers very high mixing relative to the more conventional lobe mixers but at a very high
pressure loss penalty. The pressure contours for the Skewed-F12A mixer show large
regions of lower total pressure substantiating the higher pressure loss relative to the ICLS
mixer configurations.

The standard deviation of temperature normalized by average temperature within the
sampling domain was applied to the nozzle exit plane data. This value can be used as a
mixedness parameter for relative comparison between mixers. This measure of mixedness
is given by Mgg, and in this case the best mixed state is given by Mgq = 0. Figure 6.8

shows the mixedness parameter for the mixers at two different conditions. For the lobe
mixers, the temperature distributions appear very similar between the two test conditions,
(5 and 7). Condition 7 however shows slightly better mixing than condition 5. Among the
mixers examined in this section V2A seems to show slightly better mixing.

6.2 Velocity Measurements

Two-dimensional, four-beam, two-color, LDA measurements of axial mean velocity (u),
horizontal mean velocity (v) which is perpendicular to axial velocity and parallel to
horizontal centerline, and the axial and horizontal component of turbulence velocities (u’,
v’) were performed on five engine exhaust configurations. Table 2.1 summarizes the test
configurations. The measured axial and tangential velocities are presented in units of
feet/second. Figures 3.5 and 6.9 illustrate the LDA measurement set-up. A sketch of the
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nozzle external and nozzle internal measurement location grids used in surveying the
velocity profiles for the mixer/nozzles is shown in Figure 6.10.

6.2.1 Velocity Measurements of V1 (Confluent Mixer)

The confluent mixed flow exhaust system is essentially an internal mixer with an
axisymmetric core nozzle. It allows internal, ducted mixing of the fan and core streams
upstream of the fan nozzle exit plane; but the mixing is not forced by directed penetration
of one stream into the other.

External Velocity Measurements of VI (Confluent Mixer)

The axial and transverse velocity color contour plots at 0.5 inch down stream of the
nozzle exit are shown in Figure 6.11. Two distinct levels of velocity are shown
corresponding to the cool fan stream and hot core stream. The y-component velocity
contour plot indicates a swirl flow near the nozzle lip. Figure 6.12 illustrates data
comparison between on-line data and histogram data obtained at 0.5 inch downstream of
the nozzle exit and along the center line. It shows very good agreement between the two
methods of measuring velocity. The nozzle exit velocity distribution, as also shown in
Figure 6.12, demonstrates the effect of a center body on the velocity distribution.

Histogram data were obtained at five downstream positions (0.5”, 0.5D, 1.5D, 3D, and
5D) from the nozzle exit. The histogram data at 0.5 inches is shown in Figure 6.13. The
open square symbol represents axial velocity and the open circle symbol represents
horizontal velocity. Turbulence intensities were plotted as closed symbols. Turbulence
intensity increased through the mixing layer then leveled off in the fan flow stream.
Higher turbulence intensities were obtained from the free stream mixing layer at the
nozzle lip because of a zero free stream velocity. The RMS values are shown in this
figure for actual disturbance indication (turbulence intensity was normalized by local
velocity). Figure 6.14 to 6.17 show the velocity distribution and turbulence intensity at
four different locations downstream of the nozzle exit (5Diam, 1.5D, 3D, & 5D
downstream of the nozzle exit). The velocity distribution plots shown in Figure 6.18
illustrate the gradual mixing process downstream of the nozzle exit.

Internal Velocity Measurements of VI (Confluent Mixer)

The velocity distributions were measured at seven different positions within the nozzle
ranging from the confluent mixer exit to the nozzle exit. Figure 6.19 shows the velocity,
turbulence intensity, and rms velocity distributions at one inch upstream from the nozzle
exit for the V1 mixer configuration. The center body effect on the velocity distribution is
clearly indicated in this figure. The velocity defect due to the center body, however, is
recovered quickly as observed in the external plume (ref. Figure 6.12). The core and fan
turbulence intensities are about 4% and 9% respectively. However, the absolute level of
turbulence intensity are nearly the same for the core and fan streams.
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Figure 6.20 shows the velocity and turbulence intensity distributions at 2 inches inside
the nozzle exit. At this location, the effect of center body on the flow is more pronounced
since the distance between the center body and the LDA measurement location is reduced
(less than 0.5 inches). The turbulence intensity at the center of the nozzle was very high
due to the lower mean velocity.

Figures 6.21 to 6.23 show the velocity and turbulence intensity distributions at 3, 4, and 5
inches upstream of the nozzle exit, respectively. The LDA traversed about 1 inch radially
to investigate the wake of the core cowl nozzle. There is no indication of the confluent
mixer wake uatil 0.14 inch downstream of the core nozzle lip. Therefore the core nozzle
produces only a small velocity defect. The turbulence intensities of the fan flow near the
wake of the core nozzle at x=-4.0 inches reaches a maximum value of 20% (Figure 6.22),
and then decreases quickly to the level of 9% at the x=-3.0inches.

6.2.2 Velocity Measurements of V2 (Scalloped Mixer)
External Velocity Measurements of V2 (Scalloped Mixer)

The axial and transverse velocity color contour plots at 0.5 inch downstream of the nozzle
exit is shown in Figure 6.24. The core flow is replaced periodically circumferentially by
fan flow because mixing was ‘‘forced” by direct penetration of the fan stream into the
core. The static pressure in the core is lower than the fan static pressure. This is the reason
the core flow did not penetrate into the fan flow area. The circumferential lobe areas
have high velocity distribution (shown as the red area in Figure 6.24) due to the
penetration of one stream into the other as shown in the transverse velocity contour plot
at y=-2.0, -2<z<2.

The axial velocity contours at 0.5” downstream of the exit plane between the confluent
(V1) and scalloped (V2) mixers are shown in Figure 6.25. Clearly, the mixing is
significantly enhanced due to the lobed mixer. The uniformity of the axial velocity at this
plane is further demonstrated in Figure 6.26. The mixing between the core and the fan
flows were well processed but the high velocity level was remained at the outer lobe
diameter due to the lobe vortex which could be seen later.

The color contours for the axial velocities in Figure 6.27 were constructed at four
downstream location (0.5, 0.5D, 1.5D and 5D) by using histogram data in order to
visualize the mixing process. The high velocity islands can be found at 0.5” downstream
of the nozzle exit in this figure. These islands expanded and connected with
neighborhood island to become the donut shape at 0.5D. The high velocity in the area of
the center and the donut island diminished with downstream distance. A uniform velocity
distribution at the core area was obtained at 5D downstream from the nozzle exit. There
was a very rapid mixing process between the nozzle flow and ambient air (M = 0.0) as
observed from this figure.

NASA/CR—2002-211597 103



r01 L6S112-200T—dD/VSVN

Velocity, ft/sec (Open Symbol) Axial Velocity, ft/sec
200 0 200 400 600 300 1000 800 -400 0 400 800
oo —— & ‘
@8 3
2 10—
o o
N oy
=
O
= N
2@
o
&
[ol N ]
5 7
o
e
57 |=<
= "~ S
AR
@) W
g e
g
0 10 20 30 40 50 60
RMS Velocity, m/sec (Closed Symbol) et
[+2]

168 170 172 174 176
Axial Station Location (Inches)

Lo}
=
8 Velocity, ft/
o ty, ft/sec (Open Symbol)
_8 200 0 200 400 600 800 1000 1200 1400 1600 1800
oo Je ’
SEa Y '
=R B S
[~2Re 2t . o w0 o s sw @ i
3E2 8« o
geg 5= 8
275 2 =
R S’
— Mo g o
e o
o B £
858 z
o =~ 74 - N
SEES g
g.%“ :P o -
wmo % g w ,aa‘,’
&
%3 5 Tomed
§—‘>§ @ % w SR
N 3 @ :
gv—— a‘ ’11»
Ehg_ g8 ! . - o E
SR 0 2 4 6 8 10 12 14 18 18 20

Turbulence Intensity, % (Closed Symbol)



L6S112-200T—dD/VSVN

S01

1200
177

s

=

8 [ e

3 \ L1 X7 s

o g \\ L

G N )

2 7 E

W 0_ \ﬁ \ mm m
3

8 / =

< f 8 3

8 5§ 4 3 2 4 0

100

<
80

‘N
70 80

50

40

Velocity, ft/sec (Open Symbol)

30

e aepeifine] . o
T24 235 23 225 22 <245 21 -205
Distance, Z (inch) Measured from the Center

<:.32%

00 200 300 400 500 600 700 800 900 1000  <o0
60
RMS Velocity, m/sec (Closed Symbol)

Velocity, ft/sec (Open Symbol)

g S
- \

< Wi ©
% v Py
Q
X \ © 1m
M % A o
o

b= <t
R \ 3 m
m e o
T, 3
m \v \..lnl'.‘ll Mu’v .WLVH-W
-8 -~ [ | B

Bewgazfel . - N

m Q-(t.\ Ir&fllu\\-\\t ,Dﬂwrlﬂ.lq.l”""‘..) a .m
T1 "
: g
8 © g
2
g B
- e AR e
tY <«, | e =

o
24 235 23 225 22 -215 21 205

Distance, Z (inch) Measured from the Center

Figure 6.21

- Velocity, turbulence intensity, and rms velocity
distributions at x=-3.0" (internal to the nozzle) for
confluent mixer (V1) for condition 5, M=0.



€¢ ¥ Ge¢ 9 Lz 82 62 ¢

I91U9)) Y} WO PAInSeIA (Your) 7 ‘eouelsi(y

ee

901 - L6S11C-200T—dD/VSVN

Velocity, ft/sec (Open Symbol) ‘
0 100 200 300 400 500 600 700 800 900 1000 Axial_Vf?lO‘?_ity,,ﬁ(S?C, -

: , o
< ,d 400 .0 400 800 1200
& ——

Youi 0%- = X
/
/
/
/

FN
T
. . kg,
7\ s
i - \\
|
3
‘.168 170 172 174/ 176
0 10 20 30 40 50 60 70 8 90 100. Axial Station Location (Inches)

RMS Velocity, m/sec (Closed Symbol)
Velocity, ft/sec (Open Symbol)
0 100° 200 300 400 500 600 700 800 900 1000

2
<

e

62

[juoo

82
Yout 0p-= X

Lé

I SoudmgIy “AII0[OA z7'9 amBig

«0'P-=X 18 suonnqysip

y

[puanUI)
‘ANsud

JAL °G UORIPUOD J0F (] A) JOXI juon

Q1US() 33 WOL) poInseaf] (your) z ‘aoum)sI(]
ge

c3 .:s 1
oo

=3

@« 3
Iz% X

N5

=8 £ !

=5 Po

— et

0 4 8 12 16 20 24 28 32 38 40
Turbulence Intensity, % (Closed Svmbol)



L6STTT-200T—UD/VSVN

LOT
f150[oA Sull pue ‘ANsusul 2ousmaqIny ‘ANO0[IA “€7'9 amFL]

-0=JA °S UOTIPU0d 10] (] A) IOXIUI JUSNJUOO 10] (S]ZZ0U Y} 0} [eUIdUT)
I21U3)) Y3 WoJ paInseajy (Your) 7 ‘aouelsi(q

X & SUONNQIusIp

06"

Velocity, ft/sec (Open Symbol)
0 100 200 300 400 500 600 700 800 900 1000 -

g e | 1 , Axial Velocity, fi/sec
o 0 400 800 1200 1600
5
O !
] i \\
D X
o S \\
1 I s ® :
0 10 20 30 40 50 60 70 80 90 100
RMS Velocity, m/sec (Closed Symbol) & lﬁ\
Velocity, ft/sec (Open Symbol) -
0 100 200 300 400 500 600 700 800 900 1000 .
B . '{J
]
AN
N
><<: . \\
& , f \
(=
169 17 173 /’ 75 177
Axial Station Location (Inches)

0 4 -8 12 16 20 24 28 32 36 40
Turbulence Intensity, % (Closed Symbol)



0= * (sd3 0001=""A) ¢ uonIPUOs 31042 10} (T mc 1axur padoqess 10f .§ 0=X
A) asiaasuen; pue (CA) [BIXY “p7'g amBiyg

a

youg ‘aouels

4

108

NASA/CR—2002-211597



2 Y

, inch

“

a3
&
&
ot
v}
o
Q

V. filsec

(a) Confluent Mixer (V1)

Distance, inch; z

(b) Scalloped Mixer (V2)

y

3

Distance, inch

Comparison of axial velocity (V) contours at 0.5” downstream of the nozzle exit
plane between confluent (V1) and scalloped (V2) mixers for cycle condition 5

(V,,.=1000 fps) , M=0.
NASA/CR—2002-211597 109

Figure 6.25.



1200

800

178

400

176

/

-400

Axial Velocity, ft/sec
0
\\

/

—-—"“"1
174

Axial Station Location (inches)

\Wi

172

-800
\

A\

m.

170

-1200

-2

0

N,

4

Distance, z (inch) Measured from the Center

Figure 6.26. Axial velocity (V,) distribution for the scalloped mixer (V2) at 0.5” downstream
of the nozzle exit plane for cycle condition 5 (V_,=1000 fps) , M=0.

NASA/CR—2002-211597

110



L6ST1T-200T—UD/VSVN

IT1

2 Y

h

.

tance, inc

x__—-__l . SD”

18

'

D(%e)
O

Distance, inch; z
N\ i 4
Fl%m 6.27.. Axial velocity (V) profiles for the scalloped mixer (V2) at various axial locations
from the nozzle exit plane for ¢cycle condition 5 (V,,,=1000 fps) , M=0.




Internal Velocity Measurements of V2 (Scalloped Mixer)

Internal velocity measurements were made at three locations. The velocity and turbulence
intensity distributions at 0.47” downstream from the mixer lobe lip are shown in the
Figure 6.28. Figure 6.28 indicates the distinct axial mean velocity level between the core
and the fan flows. The Vy component of velocity shows that the mixer created a radially
outward and inward flow. The opposing directions of velocity between the core and the
fan flows create a vortex.

The velocity distributions at 1.47” (i.e., x=-4") downstream from the mixer lobe lip are
shown in Figure 6.29. The color contour plot for axial mean velocity indicates that the
core flow merged to the top of lobe while the fan flow started to migrate toward the
middle of the lobe. The yellow line between the core and fan flows rotated clockwise
compared to Figure 6.28 indicating a vortex generated by the lobe. A similar feature can
be seen from V, contours of Figures 6.28 and 6.29.

The velocity distributions at 4.47” downstream from the lobe lip or 1.0” upstream from
the nozzle exit (i.e., x=-17) are shown in the Figure 6.30. The high velocity flow
remained locally inside the lobe head area due to the vortex generated by the lobe but the
core flow was well mixed with the fan flow at the center body area. Because of the
absence of a center body at this axial location, the static pressure was lower and the lobes
were able to guide sufficient fan flow to penetrate this region.

Jet Plume Survey Measurements of V2 Mixer Configuration

The effect of free jet on the axial velocity distributions at various axial locations, shown
in Figure 6.31(a), was minimal. The jet plume decay comparison between M=0 and 0.28,
shown in Figure 6.31(b), indicates insignificant effect of free jet on the axial distribution
of axial mean velocity distribution along the center of the nozzle up to 50 inches
downstream from the nozzle exit. The difference in x=5-22 inch could be due to a lack of
seeding materials because Figure 6.31(a) shows essentially no velocity differences
between M=0.0 and M=0.28 at the center of the mixer nozzle.

6.2.3 Velocity Measurements of V2A (Scalloped Mixer with Extended Tailpipe)

The mean velocity and turbulence intensity color contour plot at 0.5 inch downstream of
the nozzle exit for mixer configuration V2A are shown in Figure 6.32. One can see the
effect of the extension piece on the velocity distribution by comparing Figure 6.32 with
Figure 6.24. The peak velocity in the core lobe for the V2A mixer was reduced and
flattened, and turbulence intensity was also reduced compared to V2. The axial velocity
distribution for V2A, shown in Figure 6.33 can be compared with similar result for V2 of
Figure 6.26. The figures show reduced peak velocity in the lobe area due to the 2.0”
extension tailpipe but slightly increased center velocities for the V2A mixer
configuration.
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The effect of free jet on the axial velocity distributions at various axial locations
downstream of the nozzle exit, shown in Figure 6.34(a), was minimal. Figure 6.34(b)
shows a jet plume decay comparison between M = 0 and 0.28. There is no significant
effect of free jet on the axial distribution of axial mean velocity distribution along the
center of the nozzle up to 40 inches downstream from the nozzle exit.

6.2.4 Velocity Measurements of F12A (Skewed Mixer)

The F12A mixer configuration mean velocities color contour plot at 0.5 inch downstream
of the nozzle exit are shown in Figure 6.35. This mixer does not exhibit the fan/core
temperature inversion flow characteristics of the V2 or V2A mixers. Rather, a more
uniform relatively high velocity level in the core area persists. The region for radial
inward component apparently is not sufficient to allow fan flow to penetrate into the core
area. Because of that, the radial component of velocity was larger than that of the V2
mixer. The turbulence intensity levels are similar or even lower than for the V2 model.
Nozzle exit plane turbulence level may not be a suitable correlating parameter in
determining the noise characteristics for these configurations.

The effect of free jet on the axial velocity distributions at various axial locations
downstream of the nozzle exit, shown in Figure 6.36(a), was minimal. Figure 6.36(b)
shows the jet plume decay comparison between M = 0 and 0.28. The difference of axial
velocity distribution along axial distance between M = 0 and 0.28 shown in Figure
6.36(b) for the axial distance range x=5-30 inches could be due again to a lack of Laser
seeding materials. Figure 6.36(a) indicates virtually no difference between M=0.0 and
M=0.28 velocity distributions. These results are consistent with the V2 and V2A lobe
mixers.

6.2.5 Velocity Measurements of F9B (Scalloped and staggered Mixer)

The F9B mixer mean velocity color contour plots at 0.5 inch downstream of the nozzle
exit are shown in Figure 6.37. This mixer scattered the core flow in sections. The on-set
of the mixing might occur sooner than with the other mixers as evidenced by the spotted
velocity pattern. The V, contour plot indicates deeper penetration of the fan flow than for
the V2 mixer.

The effect of free jet on the axial velocity distributions at various axial locations
downstream of the nozzle exit, shown in Figure 6.38(a), was minimal but show an earlier
velocity decay than seen for other mixer models. Figure 6.38(b) shows a jet plume decay
comparison between M = ( and 0.28. No difference in velocity distribution is exhibited
until x=32 inches.

Figure 6.39 shows a comparison of axial velocity contour plots between the confluent

(V1) and the scalloped & staggered (F9B) mixers. The uniformity of velocity
distributions at the exit plane for the F9B mixer is significantly better compared to the
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confluent mixer. Thus, the mixing due to lobed mixer resulted in a more uniform and
lower velocity, which, in turn resulted in a lower noise level.

6.3 Nozzle Exit Plane Velocity Comparison

Figures were made to plot measured velocities at a given axial distance vs. radial distance
(r) from the nozzle centerline. With this type of display, the vertical spread in data points
is qualitatively indicative of the lobe-to-lobe variation in exit plane properties and the
velocity distribution comparison between mixers can be made in one-dimensional space.
Figure 6.40(a) shows the V1 mixer velocity distribution along the radial location with a
Fourier curve fit. It can be seen that the data collapses fairly well as a curve V vs R,
except in the range 1.2 <r < 1.8, where considerable spread in the data is observed. This
range corresponds to the axial projection of the separation region between the core and
fan flows.

The velocity comparisons between the V1 mixer and other mixers are shown in Figures
6.40(b) through 6.40(e). For the V2 mixer considerable spread in the data is observed in
the range 2 <r < 3, which, corresponds to the axial projection of the lobe inner and outer
diameters onto the exit plane. The corresponding velocities in this range shown in Figure
6.40(c) for V2A were lower than those of V2 due to the extended tailpipe. The Fi2A
mixer has a higher velocity distribution than V2 or V2A in the radial range 0 <r < 2 due
to the poor performance as a forced mixer (see Figure 6.40(d)). A considerable spread in
the data ranging 0.75 <r < 3.25 is observed in the FOB mixer data as shown in Figure
6.40(e). This range corresponds to more than the axial projection of the lobe inner and
outer diameters onto the exit plane.

6.4 Conclusions
Data have been presented to define the two dimensional flowfield generated by exhaust

system mixers. In addition, the Laser Doppler Anemometer measurement technique has
been successfully developed and adopted to acquire the present set of data from a scale

model Energy Efficiency Engine (E3) Long Duct Mixed Flow (LDMF) exhaust system.
The following observations can be made from the data presented here;

o The effects of the forced mixing and the tailpipe extension on the total temperature
and pressure distributions are clearly captured.

e The internal velocity profiles show the effects of center plug on the velocity profiles
and the process of vortex creation by lobes.

e These experimental data are being used to calibrate on-going CFD code development.
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7.0 ANALYSIS COMPARED TO DATA

The jet noise prediction code for exhaust nozzles is called MGB. The CFD analysis code
is PAB3D version 12. PAB3D is a fully three-dimensional Navier-Stokes code. The
validation of PAB3D for exhaust system CFD analysis, both at GEAE and elsewhere, has
been well documented. The PAB3D analysis algorithm is illustrated in Figure 7.1. The
data base created from the mixer aero-acoustic testing will be used to refine the PAB3D
multi-zone two-equation turbulence modeling scheme. The aerodynamic data will be
used to develop and assess a general blending function that combines low and high
Reynold’s number forms of the two-equation linear turbulence model. The low Reynold’s
number form is to be applied close to the walls, the high Reynold’s Number form in the
mixing region. Also, an algebraic (non-linear) turbulence model shows promise and will
be evaluated. Accurately capturing the mixing process analytically is key to providing
reasonable boundary conditions to the MGB noise prediction program.

The MGB Noise prediction program, originally developed by GEAE, has been modified
by NASA LeRC to accept flowfield data predicted by a CFD code. GEAE has further
modified the MGB code to integrate it with the CFD-PAB3D flow solver. This aero-
acoustic model is called, MGB/PAB3D Integrated aero & acoustic Analysis (MPI4). The
process flow chart of the MPIA prediction model is shown in Figure 7.2. The flow fields
obtained from the PAB3D analysis are the inputs for the MGB jet noise analysis.

The noise modeling is performed in two steps. The first step adapts PAB3D predicted
velocity, temperature, and turbulence intensity profiles at the exit plane of the mixer as
starting conditions for the MGB aeroacoustic computations. By coupling the PAB3D
flow fields with the MGB code, the noise generated by the internal mixing can be
assessed. The second step adapts the PAB3D predicted external jet plume aerodynamics
as well, rather than using the MGB aerodynamic mixing algorithms (based on Reichardt’s
momentum and enthalpy transport theory).

The first step provides the capability for studying mixer exit profile shape effects on the
noise generation, and can provide some guidance on possible new mixer designs that may
provide lower noise. The second step provides a more accurate simulation of the jet
plume mixing characteristics. This two step approach, the PAB3D-MGB integrated
model, will provide a useful design tool for developing low noise nozzle designs. The
MGB model has been shown to predict external plume noise for a conic nozzle. The
validity and applicability of the MGB model to predicting internal jet (mixing) noise, and
the extent to which the internal noise is significant, remains to be demonstrated.

Pretest aero-flowfield predictions were completed in October of 1994. PAB3D, a
computational fluid dynamic code developed by Analytic Service and Materials, Inc., was
used to perform the analyses. Four configurations were analyzed; a confluent mixer, V1,
two scalloped lobed mixers, ICLS / V2 & F8, and a “skewed” lobed mixer, F12A. These
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Figure 7.1  CFD analysis process for exhaust nozzles with mixer using PAB3D.
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configurations were tested in the GE Cell 41 anechoic test facility for jet acoustics,
flowfield velocities and turbulence intensities, surface pressures, and nozzle exit total
pressure and temperature measurements. Acoustic and LDV results are presented in
sections 5 and 6 of this report. The aero results are compared with the PAB3D pretest
predictions and some of the comparisons are presented in this section..

Substantial amount of prediction and implementation work with the use of CFD tools,
especially PAB3D, has been done by Khaled S. Abdol-Hamid of AS&M, a subcontractor
to GEAF, with respect to pre-test and post-test of various mixer configurations. The
outcome of this effort is presented in an informal report, “Implementation & Evaluation
of Enhanced Multi-Zone Two-Equation Turbulence Model for PAB3D, Viscous
Coupling Analysis for Three-Dimensional Square Duct & Scalloped (V2) Mixer, and
Navier-Stokes Simulation of Three-Dimensional Mixer Flows.”

7.1 CFD - PAB3D (Ps-Distribution)

Wall static pressure distributions have been compared to the PAB3D pretest predictions
for the confluent and two scalloped lobed mixer configurations. Figure 7.3 displays
results for the confluent and the ICLS / V2 lobed mixer configurations. Wall static
pressures are presented along the fan outer diameter, cowl (fan side), and plug. Figure
7.3(a) shows good agreement between the test data and PAB3D analysis. The analysis,
however, does tend to deviate from the test data downstream of axial station 172. It has
been determined that the gridding of the plug tip was incorrect. This has been revised for
subsequent analyses. For the ICLS / V2 lobed mixer configuration the PAB3D pretest
predictions compare very well with the Cell 41 test data. It is apparent in Figure 7.3(b)
that the core stream test conditions are not consistent with the pretest predictions,
however, the trends match very well. It should also be noted that there are two separate
analysis lines designated “Plug®. One line is along a mixer crown plane while the other
line is along a mixer keel plane, as are the plug pressure measurements.

The final wall static pressure comparisons are for the scalloped lobed mixer
configuration, F8. The F8 configuration is instrumented along the mixer crown and keel
in addition to the fan outer diameter, cowl, and plug. Figure 7.4(a) shows pretest
predictions compared to Cell 41 test data along the fan outer diameter, cowl (fan side),
plug, and along the mixer lobes. Once again, there is excellent agreement between the
test data and analysis. For clarity, the data along the mixer lobe crown and keel cuts have
been isolated and compared to the PAB3D analysis in Figure 7.4(b). The agreement is
extremely good considering the complexity of the geometry being modeled.

7.2 CFD - PAB3D (Exit PT & TT Profiles)

Exit fotal pressure and rotal temperature measurements have been compared to the
PAB3D predictions for the confluent configuration, V1, the ICLS-V2 and -V2A
scalloped lobed mixer configurations (nominal tailpipe and tailpipe extension), and the
“skewed” mixer, F12A. Figure 7.5 compares the normalized radial total temperature

NASA/CR—2002-211597 132



«© ‘ o
T | Symbols denote cell 41 test data | o E—@ FanOD ||
i | Lines denote PAB3D ;Qaretestl predictions | | J 3 1 N ©-—-® Coml b
- ! i ‘
o | S S S B T B S S |
2 o ! ‘5 @\ (a) Confluent Mixer (V1)
& -q- = SN S — % . t - [RRRO S W S P i b e |- e
s Tl o BRGAT ]
élé :t'-: X Ea'\-"'g?_;_“;_: : - -l },,. P
g iy
it . !
a
& o1
3 8F e
= 7 |
s
el -
~ | NPRf=16 = TTf= 540R
~ | NPRc=163 | TT¢=1454R
2 - ’ e
™| Symbols denotd cell 41 test data 9—&1 Fan OD
i3 | Lines deriote PAB3D ﬁ’fﬁfﬁ?}_‘?{?g} fons | | @@ Cowl  |Fo»
w | ; P T N -&_&f’iug o
o : (b) Scalloped Mixer (V2)
E 2 S =B\ S SO U B |~
Q. hand 113 . :
:m.. = E&:;h_—é i h /'2& | Lo
s 3\ ',,//
% o a\\ \ ; 74 &
g « S YL é\ﬁ“ --------- R A T
£ - AT
g o . : e
& A 4
s & —C e
g b
o~ L /\ - - - —teu
e \
E’_ e \\ . -
~ | NPRf=16 TTi= 540R ~ \
~ |L_NPRc=1.63 | TTe=1454R LN o
163 164 165 166 167 168 169 170 171 172 173 174 175 176 177 178

Figure 7.3. Wall static pressure comparisons between measured data and prediction for
exhaust system with (a) confluent (V1) and (b) scalloped (V2) mixers for

Axial Station Location (inches)

cycle condition 5 (V,,,=1000 fps) , M=0.

NASA/CR—2002-211597

133

m

Radius {inches)

Radius (inches)



(<)
i, " 7 T i <
Symbols denote cell 41 test data | ! 95— F —
. : i ' | ; : an OD
13 | Lines denote PAB3D pretest predictions| | @ Cowl (fan) »
- | | i | ’ T
w | % l +-— Cowl (core)
- - i | T Aty Plug -0
S - ;
£ - @‘Nw B - A ‘ S S, N
£ T — Aa @ ©
e‘ . ’//{, 1
2 & '
R I
g5 ~
= 8
5] 3 i
= )
o
Ll S Y
2 Pt | \\
~ | NPRf=186 TTi= 540 R <3 -
— | NPRc=163 | TTe=1454R | 0\
163 164 165 166 167 168 169 170 171 172 173 174 175 1176 177 17é:>
Symbols fenota cell 41 test tata L (921 Mixer Crown (fan)
| Lines deriote PAB3D pretest predictions ©--© Mixer Keel (fan) -
A~ g a--—a& Mixer Crown (core)
e //' “‘*\\ +-—+ Mixer Keel (core)
i, N o+ \h‘ B
. - / TN ‘"‘\\\ ‘
L iy o S \.}* i - e ]{
™~ ] U\:\
NSRS ERNUE
K {

a\
¥
. |
g ! \
/ .
I N N\
K S ;o
A SIS T (S S RSO S
N,

i

Wall Static Pressure, Ps/ Pamb

e / 4 T . ]’F \‘\ - \\ I
L ’:" pN N \
"’y‘pft/f"— ,,,,_;.\TL\ \\‘\ \\\ \t‘q\ I
I R \ S
; 1 T e NN
NPRf=1/8 | TTf= 540R | NS sl N4 T
NPRc=163 | TT¢=1454R | O
» N
o Q,

325 1.35 1.375 1.4 1425 145 1475 1.5 1525 1.55 1.575

i

169 169.2 169.4 169.6 169.8 170 176.2 170.4170.6 170.8 171 171.21714 3‘2146 171.8 172
' Axial Station Location (inches)

Figure 7.4. Wall static pressure comparisons between measured data and prediction for

exhaust system with the scalloped mixer (F 8) for cycle condition 3
(V_,,=1000 fps) , M=0.

NASA/CR—2002-211597 134

Radius (inches)



1

g

8

o7

&

5

4

3

2

Nozie Area Distribution, A/A8

4

0

' JE% (NPRf=1.6, NPRc=1.62, TIf=540 R, TTc=1445 R) |
me -r (Condition 5) -
. L0
& A 2 M
i} Predicted \m%
° g 3 1! 2 3 4 5 6 7 8 R 1 LY 1.2
R e =
I
Measured
g 3 2 3 4 & ¥ v 8 9 1 1 1.2

Total Temperature, (T-THH/(Ttc-Ti), at the Nozzle Exit

- %
5
£
@
3
{ sl
&
oot
e,
Q  Measured
-4 -3

Predicted
N\

/2 3 4
Distance, inch; z

Figure 7.5. Comparisons of non dimensional total temperature distribution and contours
between measured data and prediction at the exit plane for the confluent
mixer (V1) for cycle condition 5 (V. =1000 fps) , M=0.

NASA/CR—2002-211597

135



profiles and contour plots for the V1-confluent configuration. Corresponding normalized
pressure results are plotted in Figure 7.6. The PAB3D predictions agree reasonably well
with the measured test data.

Exit survey comparisons for the ICLS-V2 nominal tailpipe lobed mixer configuration are
shown in Figures 7.7 and 7.8. The comparison of normalized total pressure is in
reasonable agreement. The comparison of normalized total temperature, however,
displays large discrepancies between the analysis and test data. The analysis predicts less
mixing in comparison to the test data.

The ICLS-V2 tailpipe extension configuration shows similar analysis to data comparison.
Normalized total temperature and total pressure data are compared to analysis in Figures
7.9 and 7.10, respectively. Once again, the analysis under predicts mixing.

Data and analysis exit survey comparisons for configuration F12A are shown in Figures
7.11 and 7.12. In general, the total pressure data is in good agreement with the pretest
predictions. The trend of under predicting mixing, however, persists.

These data will be combined with the LV data of measured mean velocities and
turbulence intensities and used to improve the turbulence modeling routines in the CFD
mixed-flow modeling.

7.3 Flowfield Mean and Turbulent Velocities

Axial velocity component measurements have been compared to the PAB3D predictions
for the confluent configuration (V1), the ICLS scalloped lobe mixer configurations (V2
and V2A), and the skewed mixer configuration (F12A). The axial velocity contour
comparisons are made by drawing CFD results in the first quadrant only and LDA data in
the remaining three quadrants.

7.3.1 Confluent Mixer (V1) Velocity Data Comparison.

The axial velocity comparison between CFD results and LDA data for the V1
configuration is shown in Figure 7.13. The figure shows reasonable agreement between
them. The velocity distribution comparisons along the radial direction at various locations
downstream of the nozzle are shown in Figure 7.14. Again, the comparisons indicate
reasonable agreement.

7.3.2 ICLS Scalloped Lobe Mixer (V2) Velocity Data Comparison.
The axial velocity comparison between CFD results and LDA data for the V2
configuration is shown in Figure 7.15. The comparison of color contour of axial velocity

displays discrepancies between the analysis and test data. The analysis predicts less
mixing in comparison to test data. However, the size and location of the mushroom where
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high velocity resides are categorically predicted. The velocity distribution comparisons
along radial direction at various locations downstream of the nozzle are shown in Figure
7.16. The velocity peaks near z=2.5 for x=0.5" and x=0.5D" were predicted by CFD.
This could possibly be due to the lack of diffusion out of the chutes and consequently less
effective mixing. The velocity decay at z=3.5 for x=15D” and x=3.0D” was under
predicted compared to LDA data. However, the velocity distributions at x=3D are in
reasonable agreement.

7.3.3 ICLS Scalloped Lobe Mixer (V2A) Velocity Data Comparison.

The axial velocity comparison between CFD results and LDA data for the V2ZA
configuration is shown in Figure 7.17. The ICLS-V2 tailpipe extension configuration
shows analysis/data comparison trends similar to those exhibited for the V2
configuration. The velocity distribution comparisons along radial direction at various
locations downstream of the nozzle are shown in Figure 7.18. The velocity distributions
show reasonable agreement except at x=1.5D where less mixing occurs between the fan
stream and the surrounding ambient air as.

7.3.4 Skewed Lobe Mixer (F12A) Velocity Data Comparison.

The axial velocity comparison between CFD result and LDA data for the FIZA
configuration is shown in Figure 7.19. The comparison of color contour of axial velocity
displays discrepancies between the analysis and test data. The analysis predicts less
mixing in comparison to test data. However, the location where high velocity resides are
categorically predicted. The velocity distribution comparisons along radial direction at
various locations downstream of the nozzle are shown in Figure 7.20. The velocities in
the mid-region are over predicted.
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“Al- Aeroacoustic Data Summary of E° Nozzies

Test Date: Jan-95 . Madel Size, sq.in.: 20.38
Test Site: Coll 41 Engine Size, sq.in.: 3078
Config. No.: ¢ Distance, fi.: 1500
Nozzle: Conical
Definition Test Cell Freojet Biodel Total Enginslggg_!
: N ideal
Oper- | o oint | ¢ Relath Amblent | Mach | o ire| O [Weldht| Fan | Wach | .o | deat | Net | PNLue | EPNL
808G | o | No. | Humidiy | FTESSWS, | TemP, | No. o topl TEWD | Flow Veloolty) No. | oo | theust | Thiust| dB | oB
Line ‘ \ (Pamb, psi}| (Tamb, °F}| (M) TR | W) ) &) P,
BEEHUM | PSEIDS TICHAT | TEAMAC | FANRAV | TIFAVG | FRLOW | FVELAV | Fanisav
Mix 1 42 418 14,143 578 g 1375 | 8418 | 7.58 a1 0.68 192 20030 | 30174 | 8252 | 8210
Mix 2 43 42.0 14.112 57.8 0 1431 | ed447.| 805 888 078 217 1 22751 | e4107 | 8387 | 8375
lix 3 44 424 14.105 58.2 0 1484 | 8471 | 830 810 0.77 240 36261 | 37800 | 8639 | 86.02
Mix 4 45 424 14,102 582 0 1,581 | 6495 | 887 945 0.80 260 39320 1 40875 | 87.80 | B7.68
| Mix 5 45 43.2 14.096 588 0 1575 | 6546 | 817 978 083 278 42085 | 43885 | 89.32 | 88.98
Mix 6 47 4585 14,089 581 g 1641 | 8585 | 863 | 1021 Q.87 308 48148 | 48104 | 90.44 | 90.36
Mix 7 9 883 14:495 228 0 1677 | 6811 | 1048 | 1044 | 088 320 49734 | 50425 | 9373 | 99.82
Sep | 8 51 56.0 14.064 55.3 9 1431 | 6155 | 821 848 078 216 3e81 | 34120 | 83.54 | 8355
Sep | 8 50 59.9 14.064 54.8 g 1523 | 6202 | 898 918 ;- 08¢ 256 36709 | 40440 | 86,86 | 86.52
Sep | 1o 49 82.7 14.083 54.2 0 16338 | 6261 | 981 992 I 087 | - 302 45840 | 47627 | 89.93 | 80.95
Mix 1 78 4586 14.552 354 0.24 1365 | 8414 | 767 809 058 168 29126 | 19844 | 73.94 | 7338
Mix 2 78 48.7 14,547 340 024 1410 | 8487 | 808 852 072 214 38804 | 22388 | 75.62 | 75.45
Mix 3 82 50.0 14538 342 0.24 1479 | 8510 | 868 909 077 245 37037 | 26368 | 78.57 | 77.87
Mix 4 a3 50,1 14.535 338 024 i.508 | 858.7 -] 891 g3z 078 258 38075 | 28042 | 80.34 | 7968
Mix 5 87 87.0 14.481 22.8 024 1562 | 8555 | 931 a70 082 281 42301 | 31104 | 82,18 1. 8172
lix [ 75 458 14,558 35.9 024 1621 | 6618 | 978 | 1013 | 086 308 46443 | 34437 | 83.63 | 8340
Mix 7 74 50.5 14.558 350 0.24 1676 | 6617 | 1048 | 1044 | 086 330 40881 | 87376 | 8506 | 84.60
Sep | 8 95 912 14,495 226 0.24 1410 | 6155 | 826 881 072 213 32187 | 22078 | 75.82 | 7525
Sep ] 92 93.1 14.494 228 024 i516 | 8203 | 9.20 ai4 0.79 261 20451 | 28738 | 79.79 | 79.18
Sep | 10 91 896 14.492 22,6 0.24 1624 | 6274 | 1002 | 987 0.86 307 48372 | 34221 | 8332 | 8288
| Mix 1 77 477 14,551 34.5 0.28 1364 | 8424 | 767 810 0,88 198 20104 | 18007 | 71.78 | 7104
Mix 2 80 - 487 14,645 338 0.28 1418 | 6458 | 847 ass 072 218 328688 | 21088 | 7399 | 73.88
Mix 3 a 47.3 14,542 ‘344 0.28 1476 | 8501 | 887 807 077 244 36868 | 24371 | 77.42 | 7588
Mix 4 84 50.6 14533 | 337 028 1622 | 6533 | @03 942 080 | 284 39942 | 26021 | 78.67 | 77.78
Mix 5 89 883 14,481 22.8 0.28 1562 | .6553 | 9.32 970 9.82 281 42416 | 29136 | 80.28 | 78.80
Mix 8 76 488 14,555 347 028 i624 | 8615 | 980 | 1014 | 085 308 46582 | 32488 | 82.20 | 8140
Mix 7 73 508 14.555 35.2 028 1670 | es2.1 | 1018 | 1041 0.89 327 49453 | 24888 | 83.74 | BR77
| Sep | 8 04 916 14.492 224 0.28 1418 | 6165 | 831 837 872 216 32587 | 20865 | 7381 | 72.96
| Sep 9 93 918 14.498 22.7 0.28 1521 | 8228 | 923 919 0.80 263 3p785 | 26577 | 78.21 | 7743
Sep | 10 90 81.2 14.486 228 0.28 1626 | 8282 | 1002 | @88 0.85 308 46476 | 32198 | 81.43 | 80,81
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A2- Aeroacoustic Data Summary of E* Nozzles

Test Date: Feb-95

Test Slte: Cell 41 Model Size, sq.in.: 457

Config. No.: 1 Engine Size, sq.in.: = 3078

Nozzle: Confluent (V1) Distances, ft.: 1500

Definition Yest Coll Freejet Madel Core Model Fan Modal Total Engine Total
Oper-| 1ot | saacing| ROV };ﬁ“‘e:s‘::‘: Amblent |\ Ipressure| Total | Welght| y i | Prossure| Total |Weight) Fan | |Welght M | et Ieleat O -
ating N, Ne. Humidit Pamb Temp., %) Ratio | Temp | Flow o) |No. (o) Ratio | Temp | Flow | Valocity Ho. (4:) Flow |Thrust| Velocity Ratio |Thrust|Thrust| dB 4B
Line y pal) {Tamb, °F) (PR} [(TTe Ry} (W) PRy [(0Te°BY (We) | (V3 W) Visd ENG
AELHUM | FSB105 | TTCHAT | TEAMAC | CORRAV | TTOAVG | CFLOW | CVELAV | CORMAV | FANRAV | TTFAVG | FFLOW | FVELAV | FANMAY | TOTFLO | FITOT| Vi BPR

Mix | 1 143 458 | 14.603 439 0 1976 118336 | 219 | 1184 | 070 1414 | 5449 | 1493 | 788 072 | 1712 {4449 | &36 683 | 20065 | 30157 | 85.87 18643
Mix | 2 144 467 | 14599 444 0 1440 1 13505 | 241 1273 0.75 1456 | 5465 | 1558 | Bi¥ 075 | 1798 | 4010 878 648 | 93072 33201 | 88.06 [66.70
Mix | 3 145 434 1 14607 451 0 1498 1140141 280 | 1358 079 1488 | 5477 | 1620 | 847 078 | 1880 5361 | 917 825 | 86107 | a6328 | 5053 19138
Mix | 4 146 439 | 14608 443 o 1562 {14112 | 274 | 1427 | 088 1558 | 5488 | 17111 e8z 082 | 1985 |'5807 | 958 524 | 89788 | 40028 | 9262 |93.52
Mix | 5 147 445 | 14.608 4“7 0 1828 | 14527 | 289 | 1509 087 | 1806 | 5601 | 1789 ] otd | o085 | 2078 |eadz| o007 | 619 | 43087143654 | 04.60 [9542
Mix | 6 148 451 14.604 444 9 1702 | 147121 308 | 1582 0.92 1658 | 8510 | 18864 | 043 088 | 2171 078 | 1084 | 608 | 4690047203 9721 9722
Mix | 7 142 455 | 14615 433 0 1782 | 14987 | 326 | 1660 0.96 1711 | 8493 | 1888 | 869 003 | 2260 | 7504| 10688 | 593 | 50538 50820 | 8979 |£0.07
Sep | 8 130 | 478 | 14624 433 o 1208 | 12400 | 151 1037 | 0863 1478 | 5453 | 1685 | 832 077 | 1836 | 4842 | 845 | 11.15 | 37608 32769 | £6.00 [85.99
Sep | 9 140 469 | 14.0% 433 o 18086 | 12983 | 166 | 1180 0.71 1.605 | 5451 | 1841 ! @10 085 | 2070 | 802.0 | 632 | 1138 | 4054840734 | 8944 189.85
Sep | 10 41 464 | 14623 433 o 1502 13323 | 210 | 1328 079 1702 | 6453 | 2035 | 961 001 12245 180431 9us 5.70 | 46763 46098 | 9238 |03.88
Mix | 1 120 852 | 14665 36.5 0.24 1869 113306 | 222 | 173 0.69 1393 | 5168 | 1488 | 749 070 | 1711|4274 | 804 870 | 2878819208 | 7556 | 76.08
Mix | 2 121 618 | 14664 37.8 0.24 1426 119798 | 283 | 1270 0.74 1466 | 5255 | 1618 808 076 | 1846 | 49741 867 | 6.0 | 33498123160 78.34 | 7954
Mix | 3 124 568 | 14678 394 024 1486 | 14015 | 252 | 1345 0.78 1497 | 536.8 | 1643'| 838 078 | 1895 | 5835 908 §.51 | 35930 | 253021 6148 {8242
Mix | 4 125 | 541 | 14674 397 024 1562 | 142431 279 | 1434 | o083 1550 | 5406 | 1728 | 874 082 | 2005 | 5034 | 852 5.16 | 39864 | 28734 | 8461 |85.07
Mix | 8 127 518 | 14660 308 0.24 1.630 | 14476 | 286 | 1509 0.88 1801 | 5465 | 1786 | 90% 085 | 2073 | 6387 | 991 8.24 | 43016 | 31440 | 87.35 |87.60
Mix | 8 180 515 | 14849 41.6 024 1899 | 147121 306 | 1580 0.81 1856 | 6503 | 1853 | 942 088 | 2158 |6o28 | 1032 | 6,05 |46664|234635) 89,81 |89.84
Mix | 7 181 496 | 14645 412 024 1764 | 14988 | 316 | 1645 095 1698 | 5524 | 18121 @84 0.90 | 2208 | 7346 | 10681 | 504 |40478 | ayoys| 9200 {9203
Sep | 8 138 287 | 14620 428 0.24 1207 {12568 ] 146 | 1038 063 1478 | 5458 | 1874 | 882 077 | 1821 14801 848 | 1144 | 32386 22215| 76.18 | 7631
Sep | ® 136 480 | 14633 428 0.24 1402 112861 ] 176 | 1183 972 1597 | 5465 | 1860 | 908 085 | 2044 | 5914 | o031 10.66 | 89832128463 | 80.27 |80.91
Sep | 10 134 48.1 14.637 43.1 024 |-1507 | 13215 | 247 | 1827 0.80 1680 | 5478 | 2002 | 957 090 | 2719 |esa7 | 993 9.23 | 46115633774 | 8367 |84.90
Mix | 1 119 667 | 14670 355 0.28 1872 | 13493 | 218 | 1185 0.70 1804 | 5134 | 1481 | 747 071 | 1709 | 4265| 803 6.83 | 28724 | 17545 | 7522 |74.83
Mx | 2 122 | 813 | 14665 38.0 0.28 1424 {13565 | 282 | 1253 074 1.449 | 5300 | 1573 | 800 075 | 1805 14816 | 858 8.78 | 32487 | 20841 | 77.17 |77.69
Mx | 8 123 584 | 14671 38.1 028 1493 | 13880 | 257 | 135 0.79 1498 | 6347 | 1653 | 837 078 | 4910 | 5375 908 642 | 8620223714 | 8032 [81.01
Mix | 4 126 507 | 14870 40.5 0.28 1564 | 14042 | 277 | 1485 0.83 1550 | 541.8 | 1707 | 875 082 | 1984 15880 | 954 8.15 | 39602 | 26636 | £3.38 |83.80
Mx | 5 128 522 | 14656 405 0.28 1632 | 14560 | 298 | 1515 0.88 1508 | 5472 | 17.78 | 808 085 | 2072 16309 | o984 6.07 |43102 | 20500 | 86.30 |86.98
Mix | 6 129 505 | 14657 413 028 1604 1147161 288 | 1578 091 1654 | 5491 | 1861 | 940 088 | 2150 16897 | 1028 | 625 |46456|32376| 8940 |88.70
Mix | 7 182 499 | 14648 412 028 1774 | 15055 | 320 | 1658 0.95 1605 | 553.3 | 1898 | @64 090 | 2028 | 7885 | 1067 | 577 497411352431 8227 |91.19
Sep | 8 187 498 | 14822 424 0.28 1208 112674 | 144 | 1043 063 1492 | 6464 | 1704 | 842 078 | 1849 | 4o268 [ 857 | 11.80 | 8318121161 75,01 |75.06
Sep | @ 138 477 | 14826 431 0.28 1408 1 1291.0 ] 180 | 1201 072 1503 | 5483 | 1859 | 904 084 | 20230 | 5807 ©g0 | j0.30 | 80718 |peded| 7921 [79.69
Sep | 10 133 481 14638 424 0.28 1510 | 13213 | 216 | 1330 0.80 1686 | 5482 | 19.90 | 985 098¢ | 2205 | 6800 s02 927 | 4580131458 | 62.88 |83.82
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A3- Aeroacoustic Data Summary of E® Nozzles

Test Date: Feb-856 Model Size, sq.in.; 457
Test Sie: Cell 41 Engine Size, sq.in.: 3078
Config, No.: 2A Distance, ft.: 1500
Nozzle: Scalloped mixer with Extended Talipipe (V2)

Definition Test Cell '+ Freolet Mods! Corg Model Fan Model Tolal Engine Total
Oper Reading | Rolative | ATIent | Amblont |, |Prossure| Total | Welght | o\ o lyooy, | Prossure) Total | Weight | Fan |, o | Weight | o | Mied | g pacs | tdeal Not |PHLom [EPHL
ating |Point No. No. Hﬁmldity Pressufe | Temp. (M) Ratio Temp Flow Vo) tMc) Ratio Temp Flow | Velocity (84} Flow e Velocity Retio | Thrust|Thrust] dB 4B
Line ’ {Pab, psi) |(Taib, °F) PRy (TR} | (Wa) © S PRy (TR W | W) () (Vo) NS f

RELHUM Ps8ro5 TYCHAT TERMAC | CORRAY | TTCAVG crLowW CVELAV | CORMAV | FANRAY TTFAVG FFRLOW FYBLAY | ransAv | TOTRLO FGITOT Vimix BfR
Mix 2 190 36.9 14.410 460 0 1430 | 13686 1.94 1277 075 .| 1458 5275 | 1805 804 6.75 1798 | 472 885 B,27 180206172045 | 85.50 185.22
Mix 3 205 30.1 14,288 55.9 ) 1514 | 1848 | 213 1371 0.80 1.506 547.4 18.27 852 0.78 1840 | 5215 812 765 195123136127 87.75 |87.38
Mix 4 204 80.8 14.204 5485 0 1576 | 14085 | 238 1438 0.84 1.547 5481 16.83 878 6.81 1816 | 563.7 946 7.25 137965133033 | 8913 180.08
Mix 5 203 308 14,302 54.5 [ 1647 | 143868 | 252 1518 0.88 1,608 5485 | 17.78 914 0.85 2080 | epds 988 7.05 142042 | 43201 | 91.19 l90.98
Mix 5 202 31.0 14,810 541 0 175 | 14867 | 2.60 1590 0.82 1.853 s50.3 | 1828 940 0.88 2089 | 6820 1021 703 44845 | 45851 | 92.46 |0256
Mix 7 201 30.0 14818 | 542 ) 1785 | 14879 | 274 1658 0.86 1.702 5405 | 1891 985 0,91 2186 | 7078 1652 5,90 | 47681148040 | 94.01 |94.26
Mix 2 181 376 14.394 46.8 0.24 1.435 | 13621 1.93 1268 0.75 1.453 5318 | 15.83 804 6.75 1776 | 4718 854 822 | 31754 | 23006 77.20 |76.62
Mix 3 182 39.8 14.384 47.2 0.24 1504 | 13082 | 212 1363 0.80 1.493 5344 | 1623 | 833 6.78 1835 | 5100 884 7.66 | 34348 | 24552 | 78.40 |78.50
Mix 4 193 354 14.370 485 0.24 1557 | 14179 | 218 1428 0.83 .1.548 5368 | 1715 870 0.82 19.34 | 8607 933 7.84 | 87762 27457 | 81.70 |81.19
Mix 3 196 336 14.348 £0.9 0324 1.642 | 14863 | 247 1513 o.88 1.587 5428 | 17.63 903 0.85 2010 | 611.2 978 743 | 41166 | 20591 | 83.60 {83.08
Mix [ 197 331 14340 | 514 0.24 1.703 | 14624 | 261 1578 0.92 1.847 545.0 18.39 ga3 0.58 2100 | 812 1013 7.05 44532133534 | 85.80 185.33
hix 7 200 30.0 14.324 540 | 024 1771 | 14974 | 270 1651 0.95 1.698 5495 | 18.88 963 8.90 2158 | 7039 1048 899 |47408 ) 35184 ] 87.10 |86.57
Mix 4 184 35,8 14.363 488 0.28 1.858 | 14165 | 221 1426 0.83 1.553 5383 | 17.23 874 9.82 1043 | 6887 837 7.80 . 188102 | 25042 1 £0.65 {79.90
- Mix 5 195 325 14.352 51.4 0.28 1.637 | 14405 | 243 1511 0.88 1.595 5416 | 178t 901 0.84 2004 | 8074 975 7.26 © | 40908 | 28432 | 82.74 181.96
Mix [ 198 321 14.337 52.5 0.28 1.704 | 14688 | 2852 1581 0.92 1,656 5464 | 1849 839 0.88 21.01 883.2 1016 7.33 | 44670 31661 | 84.59 84.00
Mix 7 199 30.4 14.330 53.5 0.28 1.783 | 14824 | 2.80 1857 0.08 1.701 5486 | 18.89 963 0.81 2162 | 7085 1053 8.76 | 4778834418 | 86.70 {86.00
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A4- Aeroacoustic Data Summary of E° Nozzles

Test Date: Feb-95 Model Size, sq.in.: 457
Test Site: Cell 41 Engine Size, sq.in.: 3078
Config. No.: 2&2R Distance, ft.: 1500
Nozzie: Scalloped Mixer (V2)
Definition Test Coll Freefst Model Core Mode! Fan Model Total Engine Total
N Ideal
Oper- | | eading | Relative | Ablent | Amblent | | Pressure | Totel | Welght| ooy | yaop | Pressure) Totel (Wolght) = Fan | y,qp Weight |y st] MIKEd o el Ideal | Net | PNLpe |EPNL
aling No No. Humidity Pressure | Teinp. M) Ratio Temp | Flow Vo) | e, (M) Ratio Temp | Flow | Veloclly No. (M) Flow " Velocity Ratlo | Thrast| Thrust| o8 B
Line { 7T i (Pamd, peh){ (Tamb,°F){ " | (PR} |(Te'R)} (Wo) - O PR |TRR) | W) | v T W (Vi) FNB
RELHUM | PSBios | TTCHA! | TERMAC | CORBAV | TTCAVG | CFLOW | CVELAY | CORMAY | FANRAV | TTFAVG | FRLOW | FVELAY | FammaV | FOTRLO | FRITOT|  Vink BPR
Mix 1 152 65.5 14,350 422 0 1381 | 18617 | 208 3202} 070 1398 | 5203 | 14.29 | 758 071 | 1635 4127 | 812 503 | 27700 | 28468 | 84.41 |83.48
Mix 2 178 513 14,653 338 0 1397 | 13633 | 2.04 1223 0.72 1441 | 5952 | 1554 | 788 074 | 17.58 (45681 834 7.62 | 30700 | 31002 | 86,02 | 8549
Mix 3 178 542 14.657 335 0 1483 | 13901 | 293 1336 0.78 1467 | 5180 | 1840 | 823 078 | 18.73 | 5163 | 887 7.04 18477335106 | 88.61 |88.01
i 4 180 549 14,559 334 0 {5650 | 14116 | 253 1424 0.83 1655 | 5224 | 17.18 | 862 082 | 1871 | 5723 934 680 138543128905 ] 9001 180,18
Mix 5 181 523 14585 335 0 1619 | 14411 | 288 1485 0.87 1607 | 6253 | 17.88 | 804 0.85 | 20.55 16205 972 675 141789 42166 | 8255 191,93
Mix 3 1 519 14.570 336 0 1690 | 14709 | 281 1572 0.91 1,656 | 5281 | 1848 | 623 088 | 2130 1 667.6 | 1008 B8 1 44985 | 45354 | 94.02 193.60
Mix 7 1 54.0 4,572 339 i 1.763 | 14884 | 298 1640 0.95 1707 | 5318 | 1948 1 951 0.91 | 72.00 | 7164 | 1043 | 648 | 48253 | 48662 | 5523 |94.89
Sep ] i 517 487 356 0 1281 | 1263.0 | 145 1034 0.62 1476 | 5263 | 1680 | 817 077 | 1835 | 476.0 | 834 | 1162 |3208032385 | 8508 18483
Sep 5 174 43.6 4,236 543 3 1402 | 12838 | 177 1193 0.72 1577 | 5341 | 17.85 | 885 0.63 | 1987 | 6565 | ©1z | 1008 |arA79|38600 | 87.70 [87.59
Sep 10 184 491 14.569 349 0 1497 | 13223 | 201 1317 0.78 1,690 | 5204 | 2024 | 844 000 | 22.25 | 674.2 | 075 | 10.06 | 4541045807 | 9138 19155
Mix 1 153 64.0 14,358 439 0.24 1363 | 1366.7 | 1.8 1178 0.69 1400 | 5213 | 1443 | 758 071 11639 141131 807 7.38 277001189201 762 17485
Mix 2 158 498 14.345 50. 0.24 1423 | 13630 | 218 1285 0.74 1447 | 5315 | 1490 | 800 075 | 17.06 | 454.4 | B57 581 | 30607 | 21630 | 78,66 | 1747
Mix 3 159 49.0 14,338 1. 0.24 1471 | 18816 26 1819 0.77 1403 | 8314 | 1578 | @8] 078 | 1804 | 5004 | 882 587 133704 | 24148 81 |80.00
ix 4 168 50.9 14.320 0, 0.24 1551 | 14148 | 247 1418 0.83 1545 | 5381 | 1833 | 869 082 | 1899 15550 | 940 6.70 | 3738827404 | B3.45 |82.08
Mix 5 164 503 14.318 [E) 0.24 1615 | 14377 61 1480 0.87 1597 | 5360 | 171 g98 0.85 | 19.77 1 5996 | 976 657 | 40885 | 30048 | 8538 18402
Wix 8 167 508 14.293 50.9 0.24 1704 | 14657 | 2.82 1581 0.92 1651 | 5388 | 17.73 | 928 088 | 2055 165051 1018 | 628 143810133166 87.68 18643
Mix 7 168 54.0 14.572 33.8 0.24 1.763_ | 14894 | 296 1640 0.85 1707 | 5318 | 10,13 1 951 001 12200 | 7164 | 1043 | 646 148253 136138] 89 |87.85
Sep 8 186 50.7 14565 353 0.24 1281 | 12539 | 1.28 1015 0.51 1475 | 6291 | 1682 | 817 0.77 | 18.30 | 4734 | 832 | 12.28 131887 | 21701 | 76.56 |76.31
Sep ] 172 462 14.248 58.0 0.24 1308 | 12885 | 1.77 1191 0.72 1568 | 5357 | 17.62 | 881 0.83 | 1040 | 5460 | 908 §.05 136072126826 79.28 17899
Sep. 10 171 49.1 14.569 349 024 1497 | 13223 | 2.01 1317 0.79 1630 | 5294 | 2024 | 041 0.90 | 22.25 16742 | ©75 | 1006 |45410133188 | 8282 | 8254
Mix 1 155 58.0 14.355 46,1 0.28 1359 | 13368 | 195 1163 0.68 1380 | 5239 | 1417 | 752 070 | 1633 j401.8 ] 802 725 | 27064 | 16677 | 752 |74.04
Mix 2 157 51.8 14.349 49,6 0.28 1410 | 18819 | 207 1248 0.73 1444 | 5294 | 1482 | 796 074 | 17.00 1240.7 | 851 7.10_ 1302861 19600 | 77.84 |76.15
[ 3 160 50.2 14,337 0.6 0,28 1481 114081 | 2.1 1348 0.78 1526 | 5322 | 1638 | 852 080 | 1857 | 525651 010 7.48_ | 35390 | 25788 | 80.21 178.74
Mix 4 162 483 14.321 7 0.28 1551 | 14158 | 248 1419 0.83 1540 | B354 | 16,20 | 863 081 | 1868 | 54881 087 6.53 | 96639 | 25021 | 82.78 [81.14
Mix 5 165 50.0 14,305 7 0.28 621 | 14300 | 262 1496 0.87 1508 | 5360 | 17.08 | 208 0.85 | 19.68 | 5082 | 978 651 140288128126 | 84.55 18312
Mix 3 166 510 14.301 4 0.28 700 | 14603 | 2.83 1575 0.91 1643 | 537.8 | 17.56 | ©24 0.87 | 2039 | 5432 | 1015 | 620 43319130769 86.66 8532
Mix 7 169 54.0 4572 339 028 763 | 14894 | 298 1640 0.85 1707 | 5318 | 19.13 | 961 6.91 | 2200 17164 | 1042 | 646 | 48253134040 | 8829 |86.83
Sep 8 187 508 4562 36.1 0.28 283 | 12608 | 1.36 1022 0.61 1483 | 5281 | 17.08 | 822 0.77 | 1844 | 4792 | 836 | 12,58 | 3297720360 | 7533 ;74.85
Sep g 173 456 14.243 53.0 0,28 1404 | 12884 | 1.81 1198 0.72 1560 | 5354 | 17.35 | 878 0.82 | 19.16 | 5397 | 906 5.50 | 26340 | 24538 | 78.03 |77.57
Sep 10 170 49.1 14.568 348 0.28 1497 | 13223 | 2.01 1317 0.79 1680 | 5294 | 2024 | ©41 0.00 | 22.25 | 674,2 | 975 | 10.06 | 4541031085 | 81.92 |81.42
2 Repeat
Mix 4 317 78.2 14.358 61.7 0 1.570 | 14248 | 252 1442 0.84 1.545 | 5324 | 1660 | 884 083 11s42 185891 o4t 6.58 | 37641 | 38527
| Mix 5 318 782 14,358 [ [} 1629 | 14304 | 268 1503 0.87 1503 | 5340 | 17.24 | 893 0B84 | 1891 | 6037 | 975 44| 40662 | 41618
Mix [ 319 778 14.354 82, 0 1,686 | 14882 | 2.82 1575 0.91 1648 | 5420 | 1784 | 930 0B8 | 2077 | 667.0 1 1018 35 | 44249 | 45308
Mix 7 320 772 14,353 62. [} 1,778 4895 | 295 1650 0.85 1707 | 5478 | 1858 | 985 061 | 2164 | 7091 | 1059 .30 | 47757 | 48898
Mix 4 325 755 14.348 84,7 0.24 1,561 210.7 | 2.50 1426 0,83 1548 | 5557 | 16.3C | 888 0.82 | 1880 | 568.1 | 857 651 | 37658 | 27748
Mix 5 324 754 14,349 64.6 0,24 1.626 4391 ] 258 1501 0.87 1604 | 5567 | 17.08 1 918 0.85 | 10.66 | 607.8 | £96 6.62 | 40638 | 30607
Mix 8 323 769 14.347 64.0 0.24 1,700 4612 | 273 1576 0.81 1658 | 5564 | 17.83 | 948 0.88_ | 20.62 | 661.9 | 1033 | 6.40 | 44583 33782
Mix 7 322 778 14.347 535 0.24 1,772 4508 | 296 1848 0.85 1707 | 5568 | 1843 | 973 0.91 | 2180 | 708.2 | 1067 | 6.22 | 4776836610 87.85
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AS- Aeroacoustic Data Summary of E* Nozzles

Test Date: Feb-85 Model Size, sq.in.: 48.7
Test Site: Ceoll 41 Engine Size, sg.ln.: 3078
Conflg. No.: 3 Distance, fi.: 1500
Nozzle: Scallopped/Staggered Mixer (FOB)
Definition Test Cell | Freejet Modol Core Model Fan Model Total Engine T&fa{l
N " L3
Oper- Reading | Refative Ambient | Ambient Mach No. Pregsure] Total | Weight Velosity [Mach No. Pressure] Total | Weight Fan sach No. Weight Thrust #iced Bypass | ldeal Net | PNims | EPNL
ating {Point No. No. Humidit Pressure | Temp. (Mo) Ratio Temp Flow V) Me} Ratio Temp Flow | Yelocity e Flow : Velochty Fetl Thrust | Thrust a8 4B
Line ‘ Y \Pamb,pet|(Tamb, B T | PR) | (TTeoR) | (We) ¢ PR (TR | W) | 7w | P S R e
HELHUM | PSB1os | TTCHAT | TERMAC | GORBAY | TTCAVG | CRLOW | OVELAY | CORMAV | FANRAV | TIFAVG | FRLOW | FVELAY | RANMAV | TOTALO | RGITOT Venix 8PR
Mix 1 242 505 14,474 58.2 [} 1365 | 18447 1.98 1174 0.89 1.408 5208 14.74 762 0.72 18.72 4211 811 7.45 28362 | 28796 | 8402 | 8335
Mix 2 268 75.4 14,434 565 [ 1.438 | 1367.8 2.28 1274 0.75 1,453 553.1 14.92 B20 0.75 1718 | 470 880 859 31653 | n2ges | 8673 | 86.18
Mix 3 285 764 14,441 56.5 0 1.505 | 1397.0 243 | 1383 0.80 1.508 554.3 15.76 858 0.76 1818 | 5238 928 6.50 35265 | 98889 | 8660 | 86.10
Mix 4 264 777 14,445 56.1 o 1565 | 14185 | 259 1434 0.84 1.550 556.5 16,28 887 0.82 18,86 | 564.1 962 5.20 37890 j-asss2 | 0038 | £9.88
Mix 5 283 771 14.448 56.1 0 1.636 | 14380 | 277 1508 0.88 1.603 558.7 18,99 920 0.85 078 | Bis7 1003 6.12 41471 142184 | 9225 | 91.83
Mix 6 262 6.7 14,453 56,0 0 1707 | 14729 | 203 1588 0.62 1656 | 559.4 17.62 850 0.88 20.64 664.3 1040 8.02 44742 | 46485 | 0352 | 93.35
Mix 7 261 76.1 14.454 56.0 ] 1771 | 14824 3.11 1643 0.85 1696 | 5565 18,16 267 0.80 2427 1| 7048 1068 588 47467 - 1 48083 | b4.83 | 9474
Sep 8 268 2.1 14,466 553 0 1,203 | 1261.7 1.37 1038 0.62 1487 | 5464 16.80 830 077 1847 | 4818 853 1227 | 32453 | 39969 | 85:36 | 8500
Sep 9 259 7.7 14.468 858 0 1,400 | 12948 1.70 1196 0.72 1.600 §45.1 18.56 807 0.85 20.26 586.3 931 10,93 | 99482 140120 | 8868 | 83.46
Sep 10 260 729 14.464 55.8 o 1,507 | 13286 | 200 1331 0.80 1,694 5465 19.74 958 0.90 21.74 870.3 902 0.88 45145 145871 | 91.18 | 9119
Mix 1 244 61.3 14.479 56.2 0.24 1363 | 13419 183 170 0.69 1406 | 5272 14.53 766 0.7 1646 416.2 813 7.54 28031 | 19057 | 7651 | 7451
Mix 2 245 50.9 14.482 568 0.24 1430 1 13700 | 219 1267 0.74 1,458 §20.7_ | 1534 808 0.75 17.53 470.6 864 7.02 31663 | 22160 | 7838 | 7740
Mix 3 246 62.5 14.480 56.0 0.24 1,494 | 13883 | 240 1348 0.79 1.495 536.8 15.71 837 0.78 1811 508.8 204 6.50 34271 124450 | 8082 | 79.78
Mix 4 247 64.3 14.474 558 0.24 1558 | 14107 | 256 1423 0.83 1553 | 5406 1 1880 878 082 | 1514 | 5648 940 649 38021 | 27876 | 83.13 | 81.89
Mix 5 250 65.5 14,470 55.7 0.24 1.630 | 14433 | 275 1508 0.87 1.597 546.5 17.03 908 0.85 19.78 | 6084 990 6.20 40975 130319 | 8527 | 84.07
Mix § 251 65.2 14.488 55.6 0.24 1703 | 1466.8 2.92 1580 092 1.654 548.9 17.76 938 0.88 2067 | 661.7 1030 6.08 44570 | 33462 | 86.98 | 8587
Wi 7 254 69.8 14,483 56.2 0.24 1771 | 14882 | 806 1646 0.95 1.707 555.0 18.20 972 .01 21.35 | 7089 1068 599 47748 | 36318 | 7573 | 87.67
Sep 8 257 69.0 14,468 56.5 0.24 1.201 | 1258.0 1.34 1032 0.62 1.483 547.9 18,61 837 0.7 17.85 | 475.0 851 12.41 31988 | o245 | 8887 1 7581
Sep [ 256 70.6 14.489 55.1 0.24 1984 | 12014 1.57 1174 0.70 1.596 548,98 18.47 908 0.65 2004 | 5784 929 11,74 | 98955 |osi21 | 7847 | 78.41
Sep i0 255 68.9 14,467 55.4 0.24 1,506 | 1329.8 1.87 1330 0.80 1.669 550.5 19.77 964 0.80 pi.74 | 6737 987 1004 | 45375 | 33676 | 8281 | 8285
Mix 4 248 62.8 14,474 55,8 0.28 1,558 | 14185 2.54 1427 0.83 1552 542.4 | 1645 870 0.82 18.99 | 5606 550 8.48 37760 | 26604 | 8230 | 80,81
Mix 5 249 (4] 14.471 55.8 0.28 1631 | 14407 | 272 1508 0.88 1611 544.3 17.31 913 6.85 20.03 6518.4 093 5.36 41652 | 28054 | 8431 | 8208
Mix 6 282 84.7 14,488 558 0.28 1,701 | 14653 202 1578 0.91 1,648 551.4 17.59 938 0.88 20.51 656.4 1029 6.02 45209 131238 | 8632 | 84.98
Mix 7 253 66,0 14.467 555 0.28 1,770 | 1498.2 3.05 1650 0.95 1707 | 5537 | 1834 an 0.91 21.38 709.8 1067 6.01 47810 | 34311 | 8784 | 88.70
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A6 - Aeroacoustic Data Summary of E® Nozzles

Test Date: Feb-05 Model Size, sqdn.: 457
Test Site: Celi 41 Englne Size, sg.in.: 3078
Config. No.: 4 Distance, fi.: 1800
Nozzie: Skewed Mixer (F12A)
Definttion Test Cell Fraejel Model Core Madel Fan Model Total Englne Total
N . N . " Tdeal
OPOr | b int| Reading| Relative | Abent | Ambient |\ (Pressurs) Total | Welght| o\ oyl paop | Prossure) Total \Weight| Fan |, (Weight!,, = Mbeed jo ol et | Net |PMLus] EPNL
sting No. No. |Humidity Pressure | Temp. {42} Ratio | Temp | Flow Ve o, (Mo} Ratioc | Temp | Flow | Velocity No. (e} Flow ® Velosity Retio | Thrust | Throst | dB 4B
Line {Pamb, pe} ((Tamb, *F)| © © | (PR} |{TTcR)| (Wo) © U PR TR (WR) | VR ] (W) Vo) . o
RELHUM | PSBYoS TICHAT TEAMAC | CORRAV | TTCAVG | CFLOW | CVELAY | CORMAV | FANRAYV | TTFAVG | FFLOW | FVELAY | FANMAVY | TOTFLO | RGITGT Vmix BPR
Mix 1 238 406 | 14622 40.9 0 1362 | 13402 | 205 | 1172 | 069 1400 | 5316 | 1485 | 765 071 | 1641 1 4161 | 818 | 7.00 | 20022 | 26163 | 86.56 | 85.36
Mix 2 235 48,1 14622 40.7 [} 1426 | 13672 | 230 | 1260 | 074 1447 | 5348 | 1405 1 802 075 | 17.25 14820 | 863 | 850 | 31178 | 21335 | 89.05 | 87.50
Mix 3 215 582 | 14588 3rz [ 1403 | 13874 | 248 | 1346 | 078 1489 | 5189 | 15701 618 078 | 1816 | 5024 | 830 | 6.37 | 33840 | 34080 | 9051 | 8013
Mix 4 234 44.1 14.626 412 [ 1,558 ! 141771 283 | 1426 | 083 1545 | 5971 | 1638 | 868 081 | 19.01 | 5587 | 946 | 623 | 37628 | 57810 | 8247 | 91.52
Mix 5 233 24.8 14.923 40.2 0 1625 | 144961 278 | 1506 | 087 1,597 | 5401 | 17.06 | 801 085 | 1985 | 6082 | 086 | e13 | 40985 | 41171 | 93.90 | 03.23
Mix 8 232 §1.5 | 14.626 39.5 0 1698 146831 298 | 1578 | 0.91 1.647 | 5408 | 1778 | 928 088 | 2073 | 8580 | 1021 | eoz | 44815 | 44507 | 0638 94.96
Mix 7 231 4298 | 14624 4.3 0 1771 149151 308 | 1848 | 085 1,702 | 5378 | 1863 | ¢s4 091 | 216z | 7080 1 1083 | 6.00 | 47682 | 47017 | 98.50 | 8657
Sep 8 228 437 | 14624 411 9 1204 {12682 1 161 | 1097 | 062 1.471 | 5347 {1622 | m8 076 | 17.83 | 4645 | 838 | 1005 | 31285 | 31439 | 4866 | 85.83
Sep ) 229 483 | 14827 3.8 0 130 | 12888 | 188 | 1181 0.71 1,580 | 5337 | 1820 | 891 084 | 2008 | 67311 @918 | 967 | 38508 | 38779 [ 90.03 | 8963
Sep i0 | 230 419 | 14620 424 [ 1508 | i32t1e | 295 | 1326 | 078 1681 | 5355 | 1936 | 942 080 | 2181 | 6804 | paz | 880 | 44411 | 44643 | 9309 | 8277
Mix 1 238 39.1 14.625 427 0.24 1358 | 10436 | 208 | 1163 | 0868 1.400 | 5822 | 1420 | 768 071 | 1637 14151 | 816 | 588 | 27956 | 18846 | 80,80 | 78.98
| Mix 2 286 405 | 14623 425 0.24 1428 1136751 220 | 1283 | o4 1,450 | 5326 | 1503 | 802 075 1732 | 4648 | 653 | 656 | 31303 | 21673 | 83.22 | 8146
Mix 3 218 574 | 14588 38.0 0.24 1400 1138301 247 | 1845 | o7 1485 | 5194 | 1553 | 816 077 ] 1800 | 4672 | 838 | 620 133430 | 23546 | 8842 | 8314
Mix 4 217 568 | 14580 383 0.24 1549 | 1271 | 256 | 1422 | o083 1566 15217 | 1672 ] 884 0.82 | 1827 156171 938 | 656 | 37834 | 27165 | 86.30 | 8476
| Mix 5 220 535 | 14600 38.5 0.24 1.629 | 14441 | 285 | 1508 | 087 1505 | 5341 | 17.00 | 895 0.84 | 1986 | 6064 | 983 | 506 | 40843 | 20873 | 88.60 | 86.47
Mix 6 221 542 | 14807 383 0.24 1608 | 14686 | 204 | 1578 | 0.9 1851 | 5381 | 1773 | 930 0.85 | 2067 | 6568 | 1022 | 802 | 44224 | 3708 | 50.04 | 8857
Mix 7 224 482 | 14814 40.4 0.24 1767 {14006 | 305 | 1844 | 008 1697 | 5455 | 1821 | 059 080 | 2126 | 8083 | 1057 | 597 | 47034 | 35277 19125 | 90.24
Sep 8 227 440 | 14624 40.6 0.24 1202 1125731 1.5 | 1033 | 662 1480 1 535.0 | 1635 | 825 0.77 | 17.01 | 4803 | 843 | 1052 | 31807 | 21845 | 8046 | 79.11
Sep 9 226 488 | 14.628 39.8 0.24 1385 |1p9181 182 | 1176 | o7t 1.504 | 5350 | 1826 | 895 0.84 | 2008 | 5747 | o021 | 1003 | 38706 | 27547 | 8385 | 8265
Sep 10 | 295 54.1 14.622 38.7 0.24 1500 | 1327.8 1 218 | 1823 | 079 1690 15382 | 19401 949 080 | 2167 | 6644 | o986 | so2 | 44747 | 39708 | 8658 | 8576
Mix 4 218 582 | 14593 38.0 0.28 1540 11417.9 | 288 | 1417 | o82 1545 | 5250 | 1642 | 858 0.81 {1900 | 55161 93¢ | 637 | 37148 | 24850 | 86,27 | 8430
Mix 5 218 56,1 14.598 38.6 0.28 1.624 | 14393 | 277 | 1488 | o087 1.601 | 5283 | 1714 | 893 088 | 1891 {6049 | 978 | s.20 | 40738 | oyge7 | 8815 | 86.33
Mix 8 222 534 | 14808 39.0 0.28 1608 | 14676 | 295 | 1578 .91 1.648 | 5414 | 1761 | 930 0.88 | 2055 | 5534 | 1028 | s.47 | 44008 | 30707 | 89.22 | 87.77
Mix 7 223 496 | 14813 3.8 0.28 1,769 | 14855 | 3141 | 1642 | 085 1706 | 5439 | 1838 | 961 091 | 2149 | 7078 | 1060 | 561 | 47673 | a377i | sos2 | 8932
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